PCB Lavours

PL_OOl SUGGESTED MOUNTING CONFIGURATION FOR

DB714 CASE STYLE, "mi” PIN CONNECTION

== .040 .044 TYP

LINE WIDTH,
i
]

‘ c1

.033 (SEE NOTE BELOW)

045Li : {E

.04 — .030 TYP

|
Nl@

%zt 4‘
.180 .020 | R1

i 4
.065 TYP Z E PE

) E A |

PING, i 049

PACKAGE. 23 f
OUTLINE

2

Z‘ X 9.020 PTH,
/ FOR GROUND

.180

JEIRANSS:

050 .050

RESISTOR R1: 100 Ohm, 0805 SIZE
CAPACITORS C1 & C2: 1.5 pF, 0805 SIZE

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” £ 0.0015”,
COPPER: 1 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT

[///] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
DB714 CASE STYLE, "mt” PIN CONNECTION

PL-002

2 X #.020 PTH, ——.049 |~—
FOR GROUND
— f=—.030 TYP

033 } - 2% [~—t—.040
e
<P 1K 2 ed, a
|
190 oz \ | R
4 ’_L |
77875077}
.065 TYP mul
A
PING
PACKAGE
022 TYP
TRACE WIDTH, ‘ 050 OUTLINE

(SEE NOTE BELOW)

RESISTOR R1: 150 Ohm, 0805 SIZE
CAPACITOR C1: 1.5 pF, 0805 SIZE

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R0O4350 WITH DIELECTRIC
THICKNESS 0.030” £ 0.002", COPPER: 1 OZ. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

| DENOTES PCB COPPER LAYOUT
[/ DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION

PL_OOS FOR SM31 CA: TY| “mu” PIN NNECTI:

050 TYP
| {045, 2 PL.
.027 [~ TRACE WIDTH, TYP
sl / i [ (SEE NOTE BELOW)
094 —i 1 PACKAGE
r V)
| /cun_mz
.036 X
e ! i | 056
T 6-e-6—
300 . ¢ ;
-036 | || .077
'¢ Yl A qz‘”
094 L——ZZ ot Zf—j\ 050
i WeZRSs N _8X £.015 PTH
FOR GROUND
PIN 1 <
-— 097 |-l 030, & PL.

R T

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .020" + .0015”.
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT

Y DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR

PL—OO4 SM1L/SM33 CASE STYLES, "If/nl” PIN CONNECTION
0154—+H[} .050 TYP

1|
1_ $ ﬁ} ¢ — ) .032 TP
il | f
[ T‘rw‘ 177 _20x 015 pTH

i’/ FORO:}SOUND
iR BRE I
—&

.064

==
==
[:ﬁ:j
L
[
3

L .044 TYP
TRACE WIDTH
(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015",
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] pENoTES PCB COPPER LAYOUT
|:| DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
BK377 CASE STYLE, "je” PIN CONNECTION

PL-005

153 .067 LINE WIDTH

»" T(SEE NOTE BELOW)

4»‘ ‘k.OGS TYP, 14PL.

582 MIN
o O]—.558 TYP
525 TYP —
'
-4
( 425 TYP
[0 0 o o o o ot .37 TP
8.020 PTH/ |
25 PL. | |
| |
I [ |
el fo o o o o o or—tissr
100 TYP
! PACKAGE
oot =t H OUTLINE
: [032 TYP
T
058 MIN [ [
[=1:N: =) o no [=3 0
PIN 18288 £ 8% || |8
e 3 le—et6X .100 TYP
Qg N
N 065, LINE
WIDTH, 2 PL.

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS RO4350

DIELECTRIC THICKNESS 0.030” +

COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED TO BE MODIFIED.

‘ DENOTES PCB COPPER LAYOUT
‘v 777777 ‘ DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
DB714 CASE STYLE, "nb” PIN CONNECTION

PL-008

[~—1-.040 MAX
2 X #.020 PTH, —| |-—.030 TYP
FOR GROUND 040
.040 l/\/
H
i t s 2
020 o zzi‘
PACKAGE/\ | LRI .190
OUTLINE |
T | A AT
.085 TYP L'ﬁ 57 4
| WA A4 A

/ PING |\/\
044 TYP
TRACE WIDTH, 050 -050

(SEE NOTE BELOW)

RESISTOR R1: 475 + 1% Ohm, 0805 SIZE
NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350 WITH DIELECTRIC
THICKNESS 0.020” £ 0.0015”, COPPER: 1/2 OZ. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.
DENOTES PCB COPPER LAYOUT

[////] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK
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- Mini-Circuits’

PL 011 SUGGESTED MOUNTING CONFIGURATION FOR PL 012 SUGGESTED MOUNTING CONFIGURATION FOR
- BG419 CASE STYLE, “jd” PIN CONNECTION - CK605 CASE STYLE, "kg” PIN CONNECTION
39X 8.020 PTH | ._-085 TYP, 2 PL.
FOR GROUND 065 TYP ‘« LINE WIDTH __ .. .055 TRACE WIDTH
|| e Y PACKAGE g (SEE NOTE BELOW)
= OUTLINE 100 2
i Ziva TYP ) 2.020 PTH,
.060 .540 32 PL.
=t @w /FOR GROUND
[ A A s 5
| — It
e o PACKAGE
o7}~ OUTLINE
890 .610 3X 180 060, 2 PL. ] 1 lo & T
TRACE WIDTH, o o
7
100 TYP
o o o o}
oy 015 TP 100 TYP —s o o g 105
040 TYP e 7 Z
f 1 .000
- 067 + 001
.100 TYPd _ B URe wom o 140 TYP
PIN 101y ‘«4}35 vp (SEE NOTE BELOW) 8 — |-—.060 s TYP, 16 PL.
u
.033—| A 4
NOTE: TRACE WIDTH IS SHOWN FOR ROGERS RO4350 NOTE: TRACE WIDTH IS SHOWN FOR FR4 WITH DIELECTRIC
WITH DIELECTRIC THICKNESS .030” % .002”. THICKNESS 0.030” + 0.002", COPPER: 1/2 0Z. EACH SIDE.
COPPER: 1/2 OZ. EACH SIDE. FOR OTHER MATERIALS TRACE WIDTH MAY NEED
FOR OTHER MATERIALS TRACE WIDTH MAY NEED TO BE MODIFIED.

TO BE MODIFIED.

[ ] DENOTES FCB COPPER LAYOUT | | DENOTES PCB COPPER LAYOUT

[///7) DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK [7//7) DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK
PL—019 SUGGESTED MOUNTING CONFIGURATION PL_OZO SUGGESTED MOUNTING CONFIGURATION FOR
FOR DF782 CASE STYLE, "mz” PIN CONNECTION AT790 CASE STYLE, "I’\O" PIN CONNECTION
PACKAGE .030 X 45°
' QUTLINE CHAMFER, 3 PL.
[orent] —~| [030
; - 0181 € 4X #.015 PTH
R GROUND \ 1 . FOR GROUND
q .090 VR 013 TYP
I ! 97 177.018
T / i S 1
- 149 |
106 45'/ ] / L o | — ; ‘
TIF || / I | .o8e \ .035—- u '
I 1 034 I | {~—~.035 TYP
: PIN 6 EZ_____
= -
010 TYFJ 7 053' s .015—
PIN 1 ) 1 / 064 TYP
.050 TYP

L TRACE WIDTH

064 + 002 ——»L.oss PACKAGE (SEE NOTE BELOW)

LINE WIDTH, OUTLINE —".130—+
2 PL. = =027 TYP
08 P NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
NOTE:  TRACE WIDTH IS SHOWN FOR ROGERS R04350 WITH DIELECTRIC THICKNESS 0.030” + 0.002”,
WITH DIELE}:TRIC THICKNESS .030” + .002”. COPPER: 1/2 0Z. EACH SIDE.
COPPER: 1/2 OZ. EACH SIDE.
FOR OTHER MATERIALS TRAGE WIDTH MAY NEED FOR OTHER MATERIALS TRACE WIDTH MAY NEED
T0 BE MODIFIED. TO BE MODIFIED.
M DENOTES PeB COPPER LAYOUT [ | DENOTES PCB COPPER LAYOUT

DZZ oo coPees L PATIERN FREE O SOLDER Wik /) DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL 023 SUGGESTED MOUNTING CONFIGURATION FOR PL 027 SUGGESTED MOUNTING CONFIGURATION FOR
= CZ682 CASE STYLE - AT790 CASE_STYLE. "nc” PIN CONNECTION
17 X #.020 PTH, [—.130—
FOR GROUND  vos Tep | —o1s
059 TYP - [ese TP
PIN1 r
IRaY 977 o) § *
|$25%] |
2123 TYP
055 TYP ‘@ ° & ! .038 |
TRACE WIDTH [0 o o 5 | 060 | 1032 7 X 8.015 PTH,
(SEE NOTE BELOW) 5 Qi A FOR GROUND
PACKAGE 430 ° ° f 040 TYP | | ﬁ g
ovfLne ~&__ © o _ip.0so sa. | 100 0s0 |
i o F} TYP. 1660 }
7z i b
[ieai 7 mieai PACKAGE I o
OUTLINE \\LP -
~——L.153 TYP NG
.426 SQ. >¢5' TYP
-050 TYP—~—- .044 TYP
|-l TRACE WIDTH,
(SEE NOTE BELOW)
NOTE: TRACE WIDTH IS SHOWN FOR FR4 WITH DIELECTRIC NOTE: TRACE WIDTH IS SHOWN FOR ROGERS RO4350 WITH DIELECTRIC
THICKNESS 0.030” + 0.002”, COPPER: 1/2 0Z. EACH SIDE. THICKNESS 0.020” + 0.0015”, COPPER: 1/2 OZ. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED. TO BE MODIFIED.
DENOTES PCB COPPER LAYOUT DENOTES PCB COPPER LAYOUT
[/} DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK [/ DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK
— The Design Engineers Search Engine In Stock... Immediate Delivery
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PCB Lavours

PL-028

SUGGESTED MOUNTING CONFIGURATION FOR
AT790 CASE STYLE, "nc” PIN CONNECTION

f—130—f
015 == | [~-.030 TYP
i L
038
f os2 7 X 6.015 PTH
- FOR GROUND
T.o4o TYPM i 'E Z'}
: 4
100 T 40
.160 f ; WH o;o
| | PACKAGE
I 7 L— OUTLINE
ad 1Ly
PING
.030 TYP
050 TYP | |~ TRACE WIDTH,

(SEE NOTE BELOW)

NOTE: 1. TRACE WIDTH IS SHOWN FOR ROGERS RO4350 WITH DIELECTRIC
THICKNESS 0.030” + 0.002”, COPPER: 1/2 0Z. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.
2. BOTTOM SIDE OF THE PCB IS CONTINUOUS GROUND PLANE.

DENOTES PCB COPPER LAYOUT
[///] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
CD636 CASE STYLE, "hv” PIN CONNECTION

.265

PL-035

.03 .050 TYP

PACKAGE

7%

N

&\i\ﬁ

! 5X 9.020 PTH

/‘ﬁ FOR GROUND
{

D>

//

.064 TYP
TRACE WIDTH
(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.030” £ 0.002”,
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
BG291 CASE STYLE, "hn” PIN CONNECTION

PL-037

el 050 TvP 044 TR
032»‘ *H‘i(szz NOTE EELOW)
BADLAT
PACKAGE i .058
OUTL‘NE\“\\\\\\\\\\i
ARNNNRERRRNN
“\\\\\\\\\\\}
32X #.015 PTH HHHH‘HH | 8
SN
.075* P i—i» ‘AL—ifM—QLL *‘ i o5
ME T T s
PIN 1
.665 REF

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .020" + .0015".
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL_045 SUGGESTED MOUNTING CONFIGURATION FOR
DZB83 & D7885 CASE STYLES, "Id” PIN CONNECTION

f=——.230 REF—~
.020 TYP oACKAGE
o ! OUTLINE
o oo
[ S ’__Z;vid_/;r_;)._é,é,[’
440 T |
U [ A U4 1] 1.226 TYP
e [
050 t |
h ! | .366
t I
‘ N — 020 TYP
N vslly ] ‘
440 | a |
L_; A
PIN 1 /U 144 J_“z] Y ;
17 X 8.015 PTH
.044 TYP X
TRACE WIDTH J.‘ FOR GROUND

(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” £ 0.0015%,
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] pENOTES PCB COPPER LAYOUT

m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

72

SUGGESTED MOUNTING CONFIGURATION FOR
BJB50 CASE STYLE, "cr” PIN CONNECTIONS

PL-047

[ZZX #.020 PTH, FOR GROUND

4 C273 ... L
| L—17.=% i 041 TYP
— 73_{ ) 400
044 TYP |
TRACE WIDTH 7Y 77k Vi st
AT T i
PIN 1
490 TYP—
110 TYP
PACKAGE
OUTL\NE/ 690
NOTES:

. TRACE_ WIDTH IS SHOWN FOR ROGERS RO4350 WITH DIELECTRIC THICKNESS
0.020” + 0.0015", COPPER: 1/2 OZ. EACH SID|
PoR OTHER MATERIALS TRACE WIOTH MAY NEED TO BE MODIFIED.

X

THE LAND PATTERN FOR BETTER RF PERFORMANCE. OTHERWISE GROUND
VIAS SHOULD BE PLACED AS CLOSE TO LAND PATTERN AS POSSIBLE.

DENOTES PCB COPPER LAYOUT

[//] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

LA Mini-Circuits’

. IF YOUR PCB DESIGN RULES ALLOW, GROUND VIAS SHOULD BE PLACED UNDER

SUGGESTED MOUNTING CONFIGURATION FOR
AT790 CASE STYLE, "na” PIN CONNECTION

PL-048

020 TYP—{ |=—
= =030

| PACKAGE

.020 \/OUTL\NE

T7 WA ) rors e
wgan, .
i o
‘

— | )

-035 | %\u 8.015 PTH
PIN 6.4 _|_ 1. FOR GROUND
015 L .030 TYP

| |« TRACE WIDTH
050 Typ| (SEE NOTE BELOW)
. 130—

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.030” + 0.002”,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYQUT

m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

INTERNET http://www.minicircuits.com

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661
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- Mini-Circuits’

SUGGESTED MOUNTING CONFIGURATION FOR
PL-OSO SM1L CASE STYLE, "ns” PIN CONNECTION

.230

.020
TYP

PACKAGE 015 f\

OUTLINE
0

~080 TYP

gl
|
—

NN
|
a
)

.020 TYPN

®
53
>
o
I
]
3
i

[T
IS

‘
Y
T,

1

= A

4X .050 .018 TYP
.044 TYP
_— TRACE WIDTH
(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015",
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

] DENOTES PCB GOPPER LAYOUT
KX DENOTES COFPER LAND FATTERN FREE OF SOLDER MASK

PL 051 SUGGESTED MOUNTING CONFIGURATION
= FOR CD541/542/636/637 CASE STYLES

iv”, "ju”, "jw” PIN CONNECTIONS.

PACKAGE OUTLINE f=—4X .050—~ .064 TYP
H_k TRACE WIDTH

(SEE NOTE BELOW)

S

1

.015

MJ%%%%

025 _TYP {
5 .050

B f

.210 7 ﬁ 7—
Léé f/é_ 4x12x 5.020 PTH

w
~
o
o
g
o
b
Ti
i
/‘i
> j: i
al.l

5242 FOR GROUND

+—.165—— |=—.035 TYP

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350

WITH DIELECTRIC THICKNESS .030” %+ .002”.
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

"] DENOTES PCB COPPER LAYOUT
R DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION
PL_052 FOR CD541/542/636/637, BH292, TT240 CASE
STYLES, "ht*, "hu”, "nd”, "w” PIN CONNECTIONS.
265
REF 020 ,_8X 8.020 PTH
FOR GROUND
( PIN1
FOR w|—
ONLY) 210
370 f \
. .025
: { 025 TYP
210 pINg J\
| PACKAGE OUTLINE
A
1 064 TYP
020 TRACE WIDTH
.033—1 =—4X .050— (SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .030” + .002”.
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
i :j DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL_053 SUGGESTED MOUNTING CONFIGURATION FOR

XX211 CASE STYLE, "jm” PIN CONNECTION

.020 TYP—| .080
[=t—.040
.044 TYP 020 TP
TRACE WIDTH /—t W % {
(SEE NOTE BELOW) Ll L ez
.036 TYP T ml
; = 290
f ! | 275
| | 233
15 X #.015 PTH, I I 197
FOR GROUND | | |
| I .160
XTI 24 i 4 gy BPL
VGRS
PACKAGE
OUTLINE PIN 1
.013
TYP 080
fe——.180——

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350

WITH DIELECTRIC THICKNESS 0.020” + 0.0015%,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

‘ DENOTES PCB COPPER LAYOUT

/7] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL O 4 SUGGESTED MOUNTING CONFIGURATION FOR
= 5 BH292 CASE STYLE, “me” PIN CONNECTION
285
035 TYP—| |-
033w ‘ PACKAGE
/oummz
% = B
120 r)?’/lf . ﬂ‘
1 44 I
| % 4
I ] 025
t | ' ﬁ
I 7 ]
! 7/ ! 6 X $.020 PTH,
EZ/’/Z oA - FOR GROUND
b !
PIN 1 .030 TYP
7l TRACE wiDTH
.050 TYP (SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R0O4350
WITH DIELECTRIC THICKNESS 0.030” % 0.002”,
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOQUT
” DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
PL_057 QQQ569/828 CASE STYLE, "gn” PIN CONNECTION

260
040 -
TYP
| PN 1
A PACKAGE
AOZOJ 2 ¢ fouTuNE
260 | ! [
o os2 el [ 1] [ loso 1?00
D~~~ .
[ RS N F
[040 TYP i
f ,¢,, %,,;;,,\9 R
) ) )| FOR GROUND
yM5% fz
.064 J ‘
TRACE WIDTH | | |50 Tve

(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350

WITH DIELECTRIC THICKNESS 0.030” + 0.002”,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT

[/] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

The Design Engineers Search Engine In Stock... Immediate Delivery
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PCB Lavours

SUGGESTED MOUNTING CONFIGURATION FOR
QQQ569 CASE STYLE, "am” PIN CONNECTION

PL-058

.260—
. ._.040
TYP
PIN 1 PACKAGE
[ OUTLINE
275 | 933 t
-420 065 Flizo
| } N i
i
.025 T‘(P‘f
L _ _ i 6 X #.020 PTH,
| FOR GROUND
.064
TRACE WIDTH  —fu—v]| .100 TYP

(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.030” + 0.002”,
COPPER: 1/2 QZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT

m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOQUNTING CONFIGURATION
FOR YY101 CASE STYLE, "ag” PIN CONNECTION

26X ©.020 PTH

1700 REF FOR GROUND
060 TYP
.020 TYP J_L {025 TYP
i

PL-060

f
‘ r i .205
315 i | l
. ——
i 040 550
080 TYP | L b = .1fo ESk
045 TP !
1 |
|
]
PIN 1
066 TYP
TRACE WiDTH -] —l3x 060 |—
(SEE NOTE BELOW) = l—.060
PACKAGE OUTLINE
NOTE: TRACE WIDTH IS SHOWN FOR ROGERS RO4350

WITH DIELECTRIC THICKNESS .030” + .002”.
COPPER: 1/2 0Z. EACH SIDE

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION
FOR BK276 CASE STYLE, "lu” PIN CONNECTION

.665

PACKAGE OUTL\NE—l J(_‘
‘0800
|
|
|
|
|

PL-061

(I
N
RN

b

~
>
o
o

———

1

bl

[11)( #.020 PTH
FOR GROUND

=

BY

Y
NN
N

.065 TYP ‘
TRACE WIDTH

(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .030” + .002”.
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

] DENOTES PCB COPPER LAYOUT
[//7) DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL-062
SUGGESTED MOUNTING CONFIGURATION

FOR YY101/YY161 CASE STYLES, "aw” & “"gy” PIN CONNECTIONS

.066 TYP
(SEE NoTE BELDW) PACKAGE OUTLINE
L ( 025 TP
‘ L S-Sl
&b
-+ -
235 | | 180
{ | 2l
1 .045_TYP :
1 — & - 530
080 TvP | PYRb i G- ! wro o
f I s le—o+
24X 8.020 PTH_/| } !
FOR GROUND . B i 7%’“
PIN 1 & I\/‘ 1
T 220 60 |7 [—020 TYP
.025—~ 3X .060 TYP ‘Typ‘ T
765

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .030” + .002".
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

‘ DENOTES PCB COPPER LAYOUT
¥////] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL-063

SUGGESTED MOUNTING CONFIGURATION FOR

CJ725 CASE STYLE, "ma”, "nf” PIN CONNECTIONS

o -_-040
= YR
030 TP} |7 f/ pAcKacE
r*/ 7*///{;/— [ 030 TYP
179 TYP | !
| NS
|
e ‘
il ! szo
420 APt |
i Lo
T
9% 7/ A
133ﬁ TYP L 77 / i
076 Tre 777 ’%’ ol 24 X 8.015 PTH,
B o
Y 2R ZneZ /j FOR GROUND
PIN t [_| . V ﬁ
044 .080
TRACE WIDTH | |~
(SEE NOTE BELOW)
160 TYP
—I 050 TvP

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015”,
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

LA Mini-Circuits’

SUGGESTED MOUNTING CONFIGURATION FOR
CA531 CASE STYLE, "jn” PIN CONNECTION

PL-064

TRACE W\DTH 3 PL.

(SEE NOTE BELOW)
\ows» [=—080—

PACKAGE OUTLINE

2L,

1 r "/ T
012 P15 7 050, TYP
T 025 YRy
155 TYP L
A13 ‘PIN 1
4X 8.020 PTH
FOR GROUND
035 G55
0291 | ‘
017 TYP—| |-

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS RQ4350
WITH DIELECTRIC THICKNESS 0.030” £ 0.002”,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

INTERNET http://www.minicircuits.com

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661

Distribution Centers NORTH AMERICA 800-654-7949  417-335-5935 « Fax 417-335-5945 « EUROPE 44-1252-832600 « Fax 44-1252-837010

I1ISO 9 CERTIFIED

020708



- Mini-Circuits’

PL-065

NOTE:

SUGGESTED MOUNTING CONFIGURATION FOR
SM2 CASE STYLE, ”Ic” PIN CONNECTION

1230
L. .020
P
i PACKAGE
/OUTL\NE
i Eg _
100 TP ! ﬁ !
T I
T T
ozoj | |
0 Y| |
I I
I N
[ |
H .
I IH [4] ]
\L ;4 |w J\ 10 X #.015 PTH,
i ) FOR GROUND
PIN 1
S 044
015 ‘ L. TRACE WIDTH
013 TYP—] |~— (SEE NOTE BELOW)

TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015”,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL-066

Sy

GGESTED MOUNTING CONFIGURATION FOR

SM2 CASE STYLE

”Id” PIN CONNECTION

.23
L .020
TYP
PACKAGE
OUTLINE
1 10 X .015 PTH,
00 Tre ! FOR GROUND
i
:
.ozoj |
300 v |
I
I
I
|
|
L
PIN 1
015

L .044
|-l TRACE WIDTH
(SEE NOTE BELOW)

.013 TYF‘J

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015”,
COPPER: 1/2 QZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
[////) DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL-067

NOTE:

SUGGESTED MOUNTING CONFIGURATION FOR
SM2 CASE STYLE, "le” PIN CONNECTION

.044
TRACE WIDTH  —fw
(SEE NOTE BELOW)
PACKAGE

/ OUTLINE

J

130
TYP

ISR

RS

| |

AL

IISRSNI

PIN 1]_|

|
!

TRACE WIDTH IS SHOWN FOR ROGERS RO4350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015”,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] DENOTES PCB COPPER LAYOUT
[////] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL-069

SUGGESTED MOUNTING CONFIGURATION

FOR BJ293 CASE STYLE "jf” PIN CONNECTION

033 3x .100

| 10X 8.020 PTH

Z17] FOR GROUND
050 - ,;_ _;’% -/
P |
75 w4,
T |
| 7 |
124 T i :
l .073 | |
M |
{ .036 | I
040 TYP | | i
{ 1 2’7 |
PACKAGE ! !
OUTLINE -——f4- - ---
PIN 1 030 TYP

| ] TRACE wiDTH

(SEE NOTE BELOW)

TRACE WIDTH IS SHOWN FOR ROGERS RO4350

WITH DIELECTRIC THICKNESS .030” + .002”.
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

—
2

DENOTES PCB COPPER LAYOUT
DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL-070

1

1

I

|

PACKAGE OUTLINE | :
\: !

|

1

|

SUGGESTED MOUNTING CONFIGURATION
FOR SM2 CASE STYLE., "Ig” PIN CONNECTION

.044 TYP
TRACE WIDTH

(SEE NOTE BELOW) ‘

j b 45" TYP
[
r= .088 TYP
10X #.015 PTH_ |
FOR GROUND

(N \\?ﬁ

=
NS
T

NS
=
[]

|
: —.020 TYP

J
N

EeN
SN
|

NN

}
3 .016 TYP
,] t

TRACE WIDTH IS SHOWN FOR ROGERS R04350

WITH DIELECTRIC THICKNESS .020” + .0015”.

COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

i
e sy

RN

L]
vz

DENOTES PCB COPPER LAYOUT
DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

Provides Actual Data Instantly
At: http://www.minicircuits.com

TMThe Design Engineers Search Engine

SUGGESTED MOUNTING CONFIGURATION FOR

PL-072

CJ725 CASE STYLES

“kb” PIN CONNECTION

—=| |=—040 TYP
I PACKAGE
475 % 7 OUTLINE
2 j lf.oso P
.029 ! P
f i ‘
5o | i 063
050 ved 7 Py
20 X 8.015 PTH,
1, 1, 1, 1,
7 /f‘ orat FOR GROUND
PIN L —| 050 TYP
044 ‘
TRACE WIDTH | |~
(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350

WITH DIELECTRIC THICKNESS 0.020” £ 0.00157,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT

V
//A DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

In Stock... Immediate Delivery
For Custom Versions Of Standard Models §
Consult Our Applications Dept.

g skt
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PCB Lavours

PL-073

.038
TYP

SUGGESTED MOUNTING CONFIGURATION

FOR YY101 CASE

SUGGESTED MOUNTING CONFIGURATION
STYLE, "bv” PIN CONNECTION PL_O74 FOR BG291 CASE STYLE, "hn” PIN CONNECTION

31X 2.020 PTH

.064 TYP FOR GROUND |~-030
TRACE WIDTH —{-200 TYP|— .020
(SEE NOTE BELOW)TT .060__ | 470 ; i
TYP .
PACKAGE OUTLINE -130 TYP
77' 20X £.020 PTH !
- ,,,,,/,, - /‘ 1 [ FOR GROUND .345
Z ; 543 |
7] ﬂ‘ \ 060 [
T 1 @
P & ; 9x .085
| i | 4 .890
110
¢ by 1
i 100 /
I 44_/([3 i D 2SN f PACKAGE QUTLINE— |
40304‘ 2L A — [~—.025 TYP PIN 1 ‘ |
.050_ | | _.| |._.050 -150 TYP ‘%‘% "
TYP 2 PL. k-TZSSA .030 TYP f .025
TRACE WIDTH J I | 163 TYP
.800 (SEE NOTE BELOW)
TRACE WIDTH IS SHOWN FOR ROGERS RO4350
WITH DIELECTRIC THICKNESS .030” & .002”. NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
COPPER: 1/2 0Z. EACH SIDE. WITH DIELECTRIC THICKNESS .030” + .002”.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED COPPER: 1/2 0Z. EACH SIDE.

TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
Y, DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
7/77] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL-075

PL-076

SUGGESTED MOUNTING CONFIGURATION FOR SUGGESTED MOUNTING CONFIGURATION FOR
WW107/AF190 CASE STYLES, "cb” PIN CONNECTION CM624 CASE STYLE, "kI” PIN CONNECTION
-51 *”« .010, 4 PL.
—.052|~—
.060 TYP—~— —{ =—.022 TYP
N |
-097 TYP 7 PACKAGE
.020 TYP—| |+ @ 12 X £.020 PTH, OUTLINE
1 FOR GROUND
S (e = t T TLA VS T Vi T
| ! .028 TYP|
NI A
140 & 015 TYP
047 TYP Llﬂ\\ 't‘L r *
{ @ J\ f A0 o T 26 X 9.032 PTH,
f FOR GROUND
.055 TYP—i~—n| 010 X 45°
CHAMFER 4 PL.
L 170 r2_71 7 77 pi
.029 TYP—~| |=— i 1 t
.064 TYP \ PIN 1 ﬁ 133 TYP
TRACE WIDTH 4 l
(SEE NOTE 1) Vo
0491 == P
NOTES: g :Tr«.osg TYP
TRACE WIDTH, 4 PL—w| |u—
1. TRACE WIDTH IS SHOWN FOR ROGERS R04350 WITH DIELECTRIC THICKNESS (SEE NOTE BELOW)
0.030” + 0.002”, COPPER: 1/2 OZ. EACH SIDE
FOR OTHER MATERIALS TRACE WIDTH MAY NEED TO BE MODIFIED.
2. IF YOUR PCB DESIGN RULES ALLOW, GROUND VIAS SHOULD BE PLACED UNDER
THE LAND PATTERN FOR BETTER RF PERFORMANCE. OTHERWISE GROUND NOTE: TRACE WIDTH IS SHOWN FOR FR4 WITH DIELECTRIC
VIAS SHOULD BE PLACED AS CLOSE TO LAND PATTERN AS POSSIBLE. THICKNESS 0.057” + .002", COPPER: 1/2 0Z. EACH SIDE.

DENOTES PCB COPPER LAYOUT
DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK ‘ DENOTES PCB COPPER LAYOUT

NN

FOR OTHER MATERIALS TRACE WIDTH MAY NEED TO BE MODIFIED.

[[///) DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

76

PL-077

SUGGESTED MOUNTING CONFIGURATION FOR

XX211 CASE STYLE

E PL_O78 SUGGESTED MOUNTING CONFIGURATION
hi” PIN_CONNECTION

13 X 8.020 PTH

FOR DQB439 CASE STYLE

.049
TRACE WIDTH
(SEE NOTE BELOW)

=049
—=| .039 ‘<*

WITH DIELECTRIC THICKNESS .030” * .002".
COPPER: 1/2 OZ. EACH SIDE.

FOR GROUND 024
6 X 2.015 PTH,
=089~ - 037 1= FOR  GROUND
t —| 040 |~
PACKAGE «
QUTLINE 119 p .020 oho
1 084 o/ 7‘% 7
W [ i 47 TYP\E [ Y
T .051 B
| 041
131 | / [ B '
\ 4 i PIN 1| I 012
]
7\__I;L1 | .030 TYP TRacE W
1 €11 PIN Lo T f (SEE NOTE BELOW)
v | (] || (i) T ‘ I 113
—=||=—.005 TYP PACKAGE .081
( OUTLINE JL 7% %7 J
. .067 TRACE WIDTH, 3 PL.
45 ‘ L (SEE NOTE BELOW) A Wi
.020 TYP—={ I=— N
CAPACITOR C1: 10000 + 2% pF, 0805 SIZE RESISTOR R1: 33.2 Ohm, 0603 SIZE
. TRACE WIDTH IS SHOWN FOR ROGERS RO4350 CAPACITOR C1: 1000 pF + 10%, X7R , 0402 SIZE

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350 WITH DIELECTRIC

FOR OTHER MATERIALS TRACE WIDTH MAY NEED TO BE MODIFIED THICKNESS 0.020" & 0.00157, COPPER: 1/2 0Z. EACH SIDE.

2. PTH LOCATIONS AS PER ARTWORK OF TEST BOARD B14-TB-01

(CONTACT MINI-CIRCUITS).

FOR OTHER MATERIALS TRACE WIDTH MAY NEED TO BE MODIFIED.

3. BOTTOM SIDE OF THE PCB IS CONTINUOUS GROUND PLANE. __ | DENOTES PCB COPPER LAYOUT

] DENOTES PCB COPPER LAYOUT [[///] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK
[ ] DENOTES COPPER LAND PATTERN FREE OF SOLDERMASK

INTERNET http://www.minicircuits.com

- . - ® . :
m M I n I = C I rC u ItS P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661

Distribution Centers NORTH AMERICA 800-654-7949  417-335-5935 « Fax 417-335-5945 « EUROPE 44-1252-832600 « Fax 44-1252-837010

I1ISO 9 CERTIFIED

020812



- Mini-Circuits’

SUGGESTED MOUNTING CONFIGURATION
PL_082 FOR KK81 CASE STYLE, "w” PIN CONNECTION

f—.312

f~—.164—

.100 TYP (~—.032

.265 [
215
21X ¢.020 PTH
T / FOR GROUND

.705 j;_l? " ‘ ! PACKAGE OUTLINE
1=

X .0575 : |
|
)
T T T T 040 TYP

‘«—-7TRACE WIDTH, 3 PL.

036 TYP*‘ —  (SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .030” * .002".
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] DENOTES PCB COPPER LAYOUT
/7] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
QQQ569 CASE STYLE, "w” PIN CONNECTION

PL-083

.064 100
TRACE WIDTH, 3 PL—=—wy —| Typ [*—
(SEE NOTE BELOW)

[ 030-=| = [~020 TYP

PACKAGE
OUTLINE *

XN
NN “‘4

/
4

%
%

L0707
9X 8.020 PTH/

FOR GROUND

N
N

EENY

.040 TYP |

f

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.030” + 0.002”,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] DENOTES PCB COPPER LAYOUT

m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION
FOR YY101 CASE STYLE, "d” PIN CONNECTION

PL-084

064
.030 TYP—~| =~ TRACE WIDTH
‘ PSEE NOTE BELOW)

61X ©.020 PTH
FOR GROOUND

.020 TYP—|
.070 TYP—f~—
.130

TYP

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .030” * .002”.
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

] DENOTES PCB COPPER LAYOUT
V7777] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

PL 085 SUGGESTED MOUNTING CONFIGURATION FOR
- CB518 CASE STYLE, "jy” PIN CONNECTION
230
015 TP e~ PACKAGE
> /OUTLINE
1 ﬁ@“@? in
zpslen 1210
I I
20 b1l 041 TYP
030 1T ]
[ i I
7 4
19 X 8.015 PTH,
025 YR ? i ?\‘}\ FOR GROUND
LG A
.044 PIN 1
TRACE WIDTH TN
(SEE NOTE BELOW) 050 |, |
™ T I ot

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015%,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] bENOTES PCB COPPER LAYOUT
[7//) DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
QQQ569 CASE STYLE, "cz” PIN CONNECTION

PL-087

.020—| |=—-.080 TYP

e
SN
e
S0 N

R I il N

.195
TYP

\ux $.020 PTH

FOR GROUND

&

\r“
N

Ty

OUTLINE _\),
064
TRACE WIDTH, 3 PL.—j~—u

(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.030” + 0.002",
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] DENOTES PCB COPPER LAYOUT

m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

MThe Design Engineers Search Engine

@”g' Provides Actual Data Instantly
= " At: http://www.minicircuits.com

SUGGESTED MOUNTING CONFIGURATION FOR
CJ725 CASE STYLE, "mb” PIN CONNECTION

71/7 . % Vit
:’ é —i F.OZE
: i T

PL-088

S

bt
-

&
Sor—t

|
|
|
t
|
t
|
m i
- *%’ {j* - 19 X #.015 PTH,
/J’;&/ FOR GROUND

1
.044 —1.080 |~—
TRACE WIDTH 4] [

(SEE NOTE BELOW) — ~—.050 TYP

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” £ 0.0015%,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

In Stock... Immediate Delivery
For Custom Versions Of Standard Models Nggag‘aee\
Consult Our Applications Dept. T



PCB Lavours

SUGGESTED MOUNTING CONFIGURATION FOR
CJ725 CASE STYLE, "mc” PIN CONNECTION

PL-089

z// /- oune
| ] - | oz
030 TYP ! r
R
20 | 1 I ! ? 064
2 P & !
050 | L0 ! I f
* ! 7 ff\
L% % - 15 X 2.015 PTH,
/rg FOR GROUND

S
RN,

e PIN1 H
TRACE WIDTH f—

(SEE NOTE BELOW)

—=| |~—.030
.050 TYP—= =—

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015”,
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
[/ DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
BL372 CASE STYLE. "kf” PIN CONNECTION

PL-090

043 TYP
|~— TRACE WIDTH
(SEE NOTE BELOW)
L_nnag g nagh <t
a0 | PP OO A AT
f e S ( w— I
050 TYPJ [ W - - | 83 X 9.020 PTH,
- — _— FOR GROUND
= =gl
‘ .065
.065 ﬁ
f jane pane
o s 9 G PACKAGE
D G S U ) G G | oumne
.280 TYP ; T
i o
== iy =3
oA
032 [=—
— ~—.100 TYP .182 TYP
1.165 REF:

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS 0.020” + 0.0015",
COPPER: 1/2 0Z. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
777} DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
BK377 CASE STYLE, "ng” PIN CONNECTION

PL-091

.065 TYP —| |-—.033
TRACE WIDTH o |Loso e
(SEE NoTE BELOW) ||
r T 7 - 1
1 VNGNS ENIS| | il ] |
! 0475 TYP
|
\ f
|
I ~ 49 X 2.020 PTH
PACKAGE I .
oumNE/} FOR GROUND
|
} 040 TYP
L‘ vV Vra [ - ﬁ
AT T e
170 /
M7z R78 78] oy
PIN L .046 TYP

\\.065 X 45°

CHAMFER, 2 PL.

NOTE: TRACE WIDTH IS SHOWN FOR FR4 WITH DIELECTRIC
THICKNESS 0.030” £ .002", COPPER: 1/2 OZ. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED TO BE MODIFIED.

| | DENOTES PCB COPPER LAYOUT
[///] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

SUGGESTED MOUNTING CONFIGURATION FOR
AT790 CASE STYLE. "nc” PIN CONNECTION

PL-092

-050 1Y 7 X #.015 PTH,

'°‘5r ~ / FOR GROUND

i

PACKAGE

e e
.185 42‘%4 7‘} rm;)UTLlNE

1t

| PIN -
I 064
-070 TRACE WIDTH, 2 PL.
— e (SEE NOTE BELOW)
030
TRACE WIDTH 41 -030 X 45 25° f
(SEE NOTE BELOW) CHAMFER 2 PL.

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350 WITH DIELECTRIC
THICKNESS 0.030” * 0.002”, COPPER: 1/2 0Z. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
[/} DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

78

SUGGESTED MOUNTING CONFIGURATION FOR
AT790 CASE STYLE, "nc” PIN CONNECTION

PL-093

050 TYP
oS .030 X 45
1 CHAMFER, 2 PL.
1020
-
038
L | _ PAGKAGE
185 b 7 *7‘\ OUTLINE
| Ziield
012 |[7] “ JI
[ ¢‘; ¥
ﬁ f |
| |
Wa__| b
| PIN 6 089 TYP *
. 070
TRACE_ WIDTH, :e
(SEE NOTE BELOW)
~e| 25° 030 J
t TRACE WIDTH, 2 PL.

(SEE NOTE BELOW)

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350 WITH DIELECTRIC
THICKNESS 0.030” + 0.002”, COPPER: 1/2 OZ. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

DENOTES PCB COPPER LAYOUT
VA DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

LA Mini-Circuits’

SUGGESTED MOUNTING CONFIGURATION
FOR CD542 CASE STYLE “hz” PIN CONNECTION

PL-094

.064 TYP

TRACE WIDTH — .100 |—

(SEE NOTES BELOW) -
e

PACKAGE OUTLINE—jr /22 _44_ -I 177 TYP
4 |
|
|

|

|
.050 TYP* : | DB
1 ! L.o25
T 7 A
.025 TYP 7X $.020 PTH
PIN 1L Zz —%— 22 4 FOR GROUND
@] L]
l—ax .050—=| |—.032 TYP

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS RO4350
WITH DIELECTRIC THICKNESS .030” +
COPPER: 1/2 OZ. EACH SIDE.
FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIE

[ ] DENOTES PCB COPPER LAYOUT
[////] DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

INTERNET http://www.minicircuits.com

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661

Distribution Centers NORTH AMERICA 800-654-7949  417-335-5935 « Fax 417-335-5945 « EUROPE 44-1252-832600 « Fax 44-1252-837010

I1ISO 9 CERTIFIED

020806



- Mini-Circuits’

SUGGESTED MOUNTING CONFIGURATION
PL'095 FOR CD542 CASE STYLE "kd” PIN CONNECTION
=—.126 —=|
.081 —1.024
-064 .020 TYP———~{ |~
TRACE WIDTH, 3 Lo T T | 014
(SEE NOTE BELOW) f & .
108 N2 \
.020 TYP\ AN _116.132
.061 l l
N §_ I ox s.020 1o
016— T \ 1 FOR GROUND
ANEN
L Lo
oo | |
025 : :
PACKAGE OUTLINE—1 NN NN | [.025 T
TYP
PN 1 b l\\\— NN *\\»\A 4 125
NSO NN RSSY
RESISTOR R1: N
49.9 Ohm, B 032
0805 SIZE. 40501 I=Typ

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .030” £ .002”.
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

[ ] DENOTES PCB COPPER LAYOUT
RSy DENOTES COPPER LAND PATTERN FREE OF SOLDE RMASK

PL-096

SUGGESTED MOUNTING CONFIGURATION FOR
YY161 CASE STYLE, "ex” PIN CONNECTION

075 700 REF
e
R R
1 O W g o
I I | .070 TYP
.036 TYP \r‘ ¢ § ? N } f
o |1
PACKAGE/I‘} %Y 11 X $.020 PTH,
OUTLINE } } FOR GROUND
{ﬁ‘ i/
PN .067 TYP | =080
‘HL TRACE WIDTH
(SEE NOTE BELOW) [~——F.100 TP

NOTE: TRACE WIDTH IS SHOWN FOR ROGERS R04350
WITH DIELECTRIC THICKNESS .030” + .002”.
COPPER: 1/2 OZ. EACH SIDE.

FOR OTHER MATERIALS TRACE WIDTH MAY NEED
TO BE MODIFIED.

‘ ‘ DENOTES PCB COPPER LAYOUT
m DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK

TMThe Design Engineers Search Engine

Provides Actual Data Instantly
At: http://www.minicircuits.com

In Stock

For Custom

... Immediate Delivery
Versions Of Standard Models @ Nglaglgeel
Tal 79

Consult Our Applications Dept.
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