CASE StvLES

OUTLINE DIMENSIONS (inch

case

wit.

no. A B C D E F G H J K L M N P Q R S T gams|NOTES*
770 800 .385 400 .370 .400 .200 .20 14 031 5.2| A1,B3,E1,B7
AOl 19.56 20.32 9.78 10.16 9.40 10.16 5.08 5.08 3.56 .79
480 500 .390 405 210 .230 .100 .20 .14 .020 2.3| Al1,B4,E1,B7
AO3 12.19 1270 991 1029 533 584 254 508 3.56 .51
770  .800 .200 .210 .370 .400 .200 .20 14 031 3.7 | A1,B3,E1,B7
A04 19.56 20.32 508 533 940 10.16 5.08 5.08 3.56 .79
770 .800 .240 .250 .370 .400 .200 .20 14 031 3.7 | A1,B3,E1,B7
A05 19.56 20.32 6.10 6.35 9.40 10.16 5.08 5.08 3.56 .79
770 800 .285 310 .370 .400 .200 .20 14 031 5.2| A1,B3,E1,B7
A06 19.56 20.32 7.24 787 940 10.16 5.08 5.08 3.56 .79
480 500 240 255 210 .230 .100 .20 .14 .020 1.9 | A1,B4,E1,B7
All 12.19 1270 6.10 648 533 584 254 508 3.56 51
480 500 .240 255 210 .230 .16 .100 14 .20 .020 1.9| Al1,B4,E1,B7
BOZ 12.19 1270 6.10 648 533 584 406 254 356 5.08 51
480 500 .390 405 210 .230 .16 .100 14 .20 .020 2.3 | Al,B4,E1,B7
Bl3 12.19 1270 991 1029 533 584 406 254 356 5.08 .51
770 810 .380 .410 .030 .200 .20 14 11.0 | A1,E1,B7
C07 19.56 20.57 9.65 1041 .76 508 5.08 356
770 810 .380 .410 .030 .200 .20 14 11.0 | A1,E1,B7
Ci4s 19056 2057 965 1041 .76 508 508 3.56
1.000 1.025 .390 430 .500 .525 .025 .300 .200 .09 13 150 .20 14 8.5| AL,E1B7
D08 2540 26.04 9.91 10.92 12.70 13.34 .64 762 508 229 330 381 508 3.56
1.000 1.025 240 .280 500 .525 .025 .300 .200 .09 13 150 .20 14 75| ALELB7
D09 2540 26.04 6.10 7.11 12.70 13.34 .64 762 508 229 330 381 508 3.56
1580 1.620 .380 410 .770 .810 .030 .200 .10 .20 14 23.0 | A1,E1,B7
ElO 40.13 4115 9.65 10.41 19.56 20.57 .76 508 254 5.08 3.56
2.00 2.00 .75 1.00 .25 1.500 .125 .39  1.00 .50 1.00 170.0 | A10,
F14 50.80 50.80 19.05 2540 6.35 38.10 3.18 9.91 2540 12.70 25.40 C1,D2
2.00 2.0 .75 1.00 13 1.750 125 .39  1.00 .50 1.00 170.0 | A10
F53 50.80 50.80 19.05 2540 3.30 4445 3.18 991 2540 12.70 25.40 C1,D2
1.26 1.00 .70 .200 .200 .860 .125 .35 .63 .38 .50 24| A4,B1,D17
F183 32.00 2540 17.78 5.08 5.08 2184 3.18 8.89 16.00 9.65 12.70
125 125 .75 .63 .38 .61 — .80 .80 .76 125 1.688 2.18 75 .07 85.0 | A10,A18,B1,
G 15 31.75 31.75 19.05 16.00 9.65 15.49 — 20.32 20.32 19.30 3.18 42.88 55.37 19.05 1.78 D1,D7
125 125 — .63 .38 .61 — — — 76 125 1.688 2.18 .75 .07 85.0 | A10,A18,
G 144 31.75 31.75 — 16.00 9.65 15.49 — — — 19.30 3.18 42.88 55.37 19.05 1.78 B6,D6
125 125 .75 .63 .38 1.000 .125 1.000 — — 125 1.688 218 .75 .07 70.00 | A10,A18,B1,
H 16 31.75 31.75 19.05 16.00 9.65 2540 3.18 25.40 — — 318 4288 5537 19.05 1.78 D2,D3,D4
125 125 .75 .63 .38 1.000 .125 1.000 — — 125 1.688 218 .75 .07 75.0 | A10,A18,
\] 17 31.75 31.75 19.05 16.00 9.65 2540 3.18 25.40 — — 318 4288 5537 19.05 1.78 B1,D2,D3
125 125 .75 .63 .38 1.000 .125 1.000 — — 125 1.688 2.18 75 .07 70.0 | A10,A18,B1,
K18 31.75 31.75 19.05 16.00 9.65 2540 3.18 25.40 — — 318 4288 5537 19.05 1.78 C1,D2,D3
1.25 1.25 .94 .63 .47 1.000 .125 1.000 117.0 | A4,C1, D14
K558 3175 3175 23.88 16.00 11.94 2540 3.18 25.40
150 1.13 1.00 .50 155 2.345 138 987 250 .10 31 119 — .66 — — .150 37.0 | A6,A11,A18,
L19 38.10 28.70 2540 12.70 3.94 59.56 351 25.07 63.50 254 7.87 30.23 — 16.76 — — 381 B2,D6
225 138 124 50 150 3.100 .138 1.238 3.25 .10 40  1.86 — .64 — — .150 74.0 | A6,A11,A18,
L20 57.15 35.05 3150 12.70 3.81 78.74 351 3145 8255 254 10.16 47.24 — 16.26 — — 381 B2,D5
150 1.13 1.00 50 155 2.345 138 987 250 .10 31 .75 119 .66 — — .150 40.0 | A6,A11,A18,
M 21 38.10 28.70 25.40 1270 3.94 5956 351 25.07 6350 254 7.87 19.05 30.23 16.76 — — 381 B2,C1,D6
225 138 124 50 150 3.100 .138 1.238 3.25 .10 40 115 1.86 .64 — — .150 74.0 | A6,A11,A18,
M 22 57.15 35.05 3150 12,70 381 7874 351 3145 8255 254 10.16 29.21 47.24 16.26 — — 381 B2,C1,D5
tolerance .xx.1 .xx+.03 .xxxz.015inch 0z. = grams x.0353
* NOTES:
: C. MARKING
A. MATERIAL AND FINISH C1. For port markings 1, 2, and 3 see specification data sheet.

Al. Header material: C.R.S. Pin material: #52 alloy. Finish: electro tin, hot-oil p.  CONNECTORS
flowed. Cover material: cupro-nickel. D1. Connectors: SMA Standard. BNC on request (no charge). Male SMA on request,

A4. Case material: aluminum alloy. Finish: iridite per MIL-C-5541 onsult factory.

A6. Case material: aluminum alloy. Finish: blue paint over iridite. D2. Connectors: please specify, unless otherwise noted; BNC is standard, TNC, SMA

A10. Case material: aluminum alloy. Finish: grey paint or yellow iridite. and Type N, consult factory. (ZAPD -4 units not available with BNC).

All. Case material: aluminum alloy. Finish: blue anodized. D3. For Bracket Version, Option B, this dimension, “C*”, changes from 0.75 to 0.94

A18. Mounting bracket finish: iridite or clear anodize. inches when connectors are type N or TNC.

B MOUNTING D4. FTB Models available: FT Models available:
' : . . *A15 female BNC/isolated female BNC. *A16 female BNC/female BNC 75 ohms.

B1. Mounting bracket available on request. Add suffix B to part number. -

B2. Mounting bracket available on request. For bracket mounted on *C15 male BNC/isolated female BNC. ’:(B:llﬁefemlalzsgstf/malf %%%ziomms'
connector end add suffix B to part number and $5.00 to unit cost. For . male emale onhms.
bracket mounted on the rear, add suffix BR to part number and add DS. - Connectors: BNC standard, TNC consult factory.
$1.50 to unit cost ! p D6. Connectors: Female SMA only. Male SMA available on request, consult factory.

: unt st. ; D7. For ZFSC-5 a fifth connector is offered as Port 5 in-line and opposite of sum(s) port.

B3. Insulated spacer available. Request P/N B14-045-01. .

B4 Insulated iable. R P/N B-14-047-01 D14. Connectors: Male N, Female N standard.

- Insulated spacer available. Request TR D17. Connectors: Female SMA only.
B6. Bracket version only.
B7. Pin's meniscus (of header): 0.015" max. E.  SPECIAL TOLERANCES
E1l. Pin diameter +.005 inch.

CJAMini-Circuits’

INTERNET http://www.minicircuits.com

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661

Distribution Centers NORTH AMERICA 800-654-7949 < 417-335-5935  Fax 417-335-5945 « EUROPE 44-1252-832600  Fax 44-1252-837010
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S T grams. | NOTES*

150 113 100 50 .55 2345 138 987 250 10 32 75 118 31 56 81 .150 450 | A6, All, A8,
N24 3810 2870 2540 1270 3.94 5956 351 2507 6350 254 813 19.05 2997 7.87 1422 2057 3.81 B2, D6

225 138 124 50 150 3100 138 1238 325 .10 48 113 178 36 .69 101 .150 92.0 | A6, All, A8,
N27 57.15 3505 3150 1270 3.81 7874 351 3145 8255 254 1219 2870 4521 9.14 1753 2565 3.81 B2, D8

225 138 124 50 150 3100 138 1238 325 .10 78 147 — 38 100 — 150 86.0 | A6, All, AlS,
P25 57.15 3505 3150 1270 381 7874 351 3145 8255 254 1981 3734  — 965 2540 — 381 B2, D8

150 113 100 50 155 2345 138 987 250 10 50 100 — 31 81  — 150 42.5| A6, All, A8,
P26 3810 2870 2540 1270 394 5956 351 2507 6350 254 1270 2540  — 7.87 2057 — 381 B2, D6

406 160 150 356 .24 .88 .36 .160 4 69 58 66 313 8 06 300.0 | A10, A18,
Q28 10312 4064 3810 9042 610 2235 914 406 1016 1753 1473 1676 7950 20.32 153 D9

406 160 150 356 .24 .88 .36 .160 4 69 58 66 313 8 06 300.0 | A10, A18,
R29 10312 4064 3810 9042 610 2235 914 406 1016 1753 1473 1676 7950 20.32 153 C2, D9

669 160 150 622 24 88 36 160 40 69 55 66 572 81 .06 500.0 | A10, Al8,
R30 169.93 40.64 3810 157.99 610 2235 914 406 10.16 1753 1397 16.76 14529 2057 153 C2, D9

931 160 150 884 24 88 36 160 40 69 54 66 834 8L .06 700.0 | A10, A18,
R31 23647 4064 3810 22454 610 2235 914 406 1016 1753 1372 16.76 211.84 2057 153 C2, D9

669 160 150 622 24 88 36 160 40 69 122 66 572 8L .06 500.0 | A10, A18,
Re7 169.93 40.64 3810 157.99 610 2235 914 406 1016 1753 3099 16.76 14529 2057 153 D9

375 200 18 .19 3375 .19 1625 .156 6 4 5 130 09 38 300 .30 260 220.0 | A7, Al8,
S32 9525 50.80 4572 4.83 8572 483 4127 396 1524 1016 1270 33.02 229 965 7620 7.62 66.04 D9

475 200 221 19 4375 23 1540 144 58 34 50 150 100 .12 .38 400 .30 260 440.0|A7, A8,
T34 12065 50.80 56.13 4.83 11113 584 3912 366 1473 864 1270 3810 2540 305 96510160 7.62 66.04 Al8, D16

475 200 240 19 4375 23 1540 144 58 34 50 150 100 .12 .38 400 150 500 700.0|A7, A8,
T35 120.65 50.80 60.96 4.83 11113 584 3912 366 1473 864 1270 3810 2540 305 9.65101.60 38.10 127.00 Al8, D16

700 325 213 25 6500 .38 2500 156 73 88 63 113 223 125 50 6.00 900.0 | A7, A8,
U3e 177.80 8255 5410 63516510 965 6350 396 1854 2235 16.00 2870 56.64 3.17 1270 152.40 Al8, D6

83 83 75 37 .42 125 100 1150 095 735 21 106 .06 34.0 | A10, A18,
V37 2108 21.08 1905 940 1067 3175 254 2921 241 1867 533 269 152 C1, D17

30 27 23 010 042 020 100 05 09 .31 .036 50| A13, E2
W3s 762 686 584 025 107 051 254 127 229 7.87 091

30 27 23 010 042 02 100 05 .04 11 300 .35 50| A13, E2
X65 762 686 584 025 107 051 254 127 102 279 762 889

125 125 75 63 .36 1000 1.000 .125 .25 46 218 1688 .06 750 .50 .80 .45 29  50.0| Ad, Al8, BI,
Y39 3175 3175 1905 1600 915 254 254 32 32 117 554 429 15 190 127 203 114 7.4 D6, D22

125 125 75 63 36 1000 1.000 125 125 46 218 1688 06 750 50 .80 45 29  50.0| A4, Al8, B,
Y 460 3175 3175 1905 1600 915 254 254 32 32 117 554 429 15 190 127 203 114 7.4 D6

706 313 .88 .250 1750 5310 6.810 .250 2.875 .144 353 .44 415 .89 800.0 | A0, D11
Z41 179.32 7950 22.35 635 44.45134.87 172.97 635 7303 366 8966 1118 1054 2261

350 213 .88 250 —  — 325 —  — 125 1750 .44 415 .89 250 1.813 250 | A10, D11
754 88.90 5410 2235 635  —  — 8255  —  — 317 4445 1118 1054 2261 635 46.05

226 200 70 200 —  — 2060 — — 125 113 35 .38 500 200 — 59 | A4, D17
7184 5740 5080 17.78 508 —  — 5232 —  — 317 2870 889 965 1270 508  —

706 313 88 250 1750 5310 6.810 250 2.875 .144 353 44 131 .89 800.0 | A4, C2
7259 17932 7950 2235 6.35 44.45134.87 17297 635 73.03 3.66 89.66 11.18 33.27 2261 D24

706 313 1.00 .250 1.430 5.630 6.810 .250 2.875 .156 3.53 .44 .73 2.80 810.0 | A4, D25
7667 17932 7950 2540 6.35 36.32 143.00 17297 635 73.03 3.96 89.66 11.18 1854 71.12

706 313 1.00 .250 1.430 5.630 6.810 250 2.875 .156 3.53 .44 .73 1.40 810.0 | A4, D25
7668/689| 7932 79.50 2540 6.35 36.32 143.00 172.97 635 73.03 3.96 89.66 1118 1854 3556

tolerance .xx.1 .xxx.03 .xxxx.015inch 0z. = grams x.0353

* NOTES:

A. MATERIAL AND FINISH
Case material: aluminum alloy. Finish: irridite per MIL-C-5541.
Case material: aluminum alloy. Finish: blue paint over irridite
Case material: aluminum alloy. Finish: case black paint. Heat sink: black
anodize. Baseplate iridite per MIL-C-5541.
Case material: aluminum alloy. Finish: case irridite. Heat sink: black
anodize, if supplied with heat sink.
Case material: aluminum alloy. Finish: grey paint, or yellow iridite.
Case material: aluminum alloy. Finish: blue anodized.
Case material: plastic. Lead Finish: tin-lead plate or tin-plate

A4.
A6.
AT.

A8.

A10.
All.
Al3.
Al8.

Mounting bracket finish: irridite or clear anodize.

B. MOUNTING
Mounting bracket available on request. Add suffix B to part number.
Mounting bracket available on request. For bracket mounted on

B1.
B2.

connector end add suffix B to part number and $5.00 to unit cost. For

bracket mounted on the rear, add suffix BR to part number and add
$1.50 to unit cost.

CJAMini-Circuits’

C. MARKING
C1. For port markings 1, 2, and 3 see specification data sheet.
C2. Consecutive marking, n = no. of way power-splitter.

D. CONNECTORS

D6. Connectors: Female SMA only. Male SMA available on request, consult
factory.

D8. Connectors: BNC only.

D9. Connectors: BNC standard. TNC or Female SMA on request, consult
factory.

D11. Connectors: Please specify; Type N or SMA.

D16. Connectors: Please specify, unless otherwise noted SMA is standard for
model ZHL-2-12 for all other models BNC is standard. TNC, N, or SMA
available on request. consult factory.

D17. Connectors: Female SMA only.

D22. Gain Control Terminal on Models ZFL-1000G and ZFL-1000GH only.

D24. Connectors: Female BNC standard. Type N or SMA consult factory.

D25. Connectors: Female N standard. For other connectors consult factory.

E. SPECIAL TOLERANCES
El. Pin diameter +.005 inch.
E2. Lead width +.010; lead thickness +.003 inch.

INTERNET http://www.minicircuits.com

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661
Distribution Centers NORTH AMERICA 800-654-7949 < 417-335-5935  Fax 417-335-5945 « EUROPE 44-1252-832600  Fax 44-1252-837010
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OUTLINE DRAWINGS
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wt.
no. A B C D E F G H J K L M N P Q R S Tgams| NOTES*
4.76  3.00 .53 150 4.610 1.500 .125 .50 .25 113 500 183| A4, D17
ABl85 120.90 76.20 13.46 3.81 117.09 38.10 3.18 1270 6.35 28.70 12.70
4.76  3.00 .53 150 4.610 1.500 .125 .38 .25 .88 .500 153| A4, D17
ABl86 120.90 76.20 13.46 3.81 117.09 38.10 3.18 9.65 6.35 22.35 12.70
6.13 3.00 .53 162 5962 1500 .116 .50 25 113 .50 215| A4, C2, D17
ABZO4 155.70 76.20 13.46 4.11 151.43 38.10 295 1270 6.35 28.70 12.70
180 .090 .020 .100 .083 .072 .005 — .210 .060 .060 .060 .020 .04| A16, C6,
AF190 457 229 51 254 211 1.83 .13 — 5383 152 152 152 051 E3, F14
.200 .100 .020 .070 .068 .057 .005 — .230 .065 .060 .080 .040 .04| A28, C8, E3,
AF320 508 254 .51 178 173 145 .13 — 584 165 152 203 1.02 F26
.375  .500 .25 .020 .035 050 .140 .180 .320 .360 .450 465 .095 .135 .240 .280 .80| A19, F61
AH202 9.53 1270 6.35 .51 89 127 356 457 813 914 1143 1181 241 343 6.10 7.11
456 487 170 .020 .029 .017 .050 .035 .022 .087 .441 .300 2.0 A23, E6, F18
AN213 11.58 1237 4.32 .51 74 43 1.27 89 056 221 1120 7.62
225 138 1.25 .50 .150 3.100 .138 1.238 3.25 12 .69 1.50 .30 A1 71 41 150 74.0| A6, Al18, D17
AR214 57.15 35.05 31.75 12.70 3.81 7874 351 3145 8255 3.05 17.53 38.10 7.62 10.41 18.03 1041 3381
150 .150 .150 .050 .030 .025 .028 .065 .190 .030 15| A21, F17
AT224 3.81 381 381 127 .76 .64 .71 165 483 0.76
.200 .200 .200 .075 .050 .025 .026 .070 .220 .035 15| A21, F73
AT577 508 508 508 1.91 127 064 066 178 559 0.89
150 .150 .150 .050 .030 .025 .028 .050 .160 .030 .10| A39, F15
AT790 381 381 381 127 076 064 071 127 406 0.76
150 .150 .150 .050 .030 .025 .028 .050 .160 .030 .10| A39, F17
AT790-1 381 381 381 127 076 064 071 127 406 0.76
1.01 163 159 .30 1.05 14 .46 .12 .030 18| A22, D17
AV243 25.65 4140 4039 7.62 26.67 356 11.68 3.05 .76
3.00 206 190 .100 2500 1.525 .125 1.000 .50 2.00 280| A8, C2, D24
AW254 76.20 52.32 48.26 254 63.50 38.74 3.18 2540 12.70 50.80
450 225 169 .125 4.000 1.625 .125 .890 44 3.50 500| A8, C2, D24
AW256 11430 57.15 4293 3.18 101.60 41.28 3.18 22.61 11.18 88.90
8.06 325 238 125 7560 2.625 .125 .890 44 7.06 1240| A8, C2, D24
AW257 204.72 8255 60.45 3.18 192.02 66.68 3.18 22.61 11.18 179.32
3.00 200 190 .100 2500 1.525 .125 .125 .50 — 300| A8, D24
AX255 76.20 50.80 48.26 2.54 63.50 38.74 3.18 31.75 12.70 —
tolerance .x+.1 .xx+.03 .xxx+.015inch 0z. = grams x.0353
*NOTES:
A.  MATERIAL AND FINISH
A4. Case material: aluminum alloy. Finish: irridite per MIL-C-5541.
A6. Case material: aluminum alloy. Finish: blue paint over irridite.
A8. Case material: aluminum alloy. Finish: case irridite, heat sink black anodize, if supplied
with heat sink.
Al16. Case material: ceramic. Lead material: #42 alloy. Finish: tin-lead plate or tin plate.
A18. Mounting bracket finish: irridite or clear anodize.
A19. Case material plastic, or copper-nickel alloy, glass epoxy laminate base. Termination
finish: tin-lead plate or tin plate
A21. Open-style, ceramic base. Termination finish: tin-lead plate or tin plate.
A22. Case material: aluminum alloy. Finish: nickel plate; heat sink: black anodize, if supplied
with heat sink.
A23. Case material: plastic. Lead finish: tin-lead plate or tin plate
A28. Case material: ceramic. Lead material: Kovar. Finish: Tin-lead plate or tin plate over
nickel.
A39. Open style, ceramic base, Termination Finish: palladium silver
C. MARKING
C2. Consecutive marking n = no. of way power splitter.
C6. RFinputlead (1) identified by diagonally cut lead.
C7. Lead #6 is identified by diagonally cut lead.
C8. Lead (1) may have diagonal cut. Input and output interchangeable for PAT models only.
D. CONNECTORS
D17. Connectors; Female SMA only.
D24. Connectors: BNC female standard. Type N or SMA consult factory.
E.  SPECIAL TOLERANCES

E3. Lead width +.005; lead thickness +.002; cap diameter +.005 inch.

E4.  All tolerances are +.005 except where minimum or maximum limits are shown.

E6. Lead width +.005 inch.

PACKAGING
F1-73. Tape and reel packaging available. See Tape & Reel packaging information for details.

CJAMini-Circuits’

INTERNET http://www.minicircuits.com

P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661
Distribution Centers NORTH AMERICA 800-654-7949 < 417-335-5935  Fax 417-335-5945 « EUROPE 44-1252-832600  Fax 44-1252-837010
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wt.
no. A B C D E F G H J K L M N P Q R S T grams. | NOTES*

50 39 225 025 .07 .00 250 350 .06 .31 30| AL EL
BB4s 1270 991 572 063 178 254 635 889 152 7.87

870 800 — 100 250 .100 .100 .047 065 .065 .890 40| A27, F21
BG291 | 2509 2032 — 554 635 254 54 119 165 165 2260

870 800 — 100 400 100 .100 047 065 .065 .890 6.4| A27
BG419 | 2509 2032 — 554 1016 254 54 119 165 165 2260

280 31 — 100 225 055 .100 .047 065 .065 .300 45| A24, F24
BH292 711 787 — 254 572 140 254 119 165 165 7.62

395 500 — 100 230 .100 .100 047 065 .065 .425 80 | A19, F23
BJ293 1003 1270 — 254 584 254 254 119 165 165 10.08

450 800 — 100 250 .100 200 .047 065 .065 .480 1.7| A31, F38
BJ360 1143 2032 — 254 635 254 508 119 1.65 165 12.19

305 390 — 100 .105 045 100 047 065 .065 .325 20| A19, F29
BJ398 775 991  — 254 267 114 254 119 165 165 826

320 700 — 110 070 050 200 .047 065 .090 .400 1.0 | A39, F56
BJss0 813 17.78 — 279 178 127 508 119 165 229 10.16

470 803  — 100 250 .102 100 047 065 .065 .490 3.0 | A27, F22
BK276 11.94 2040 — 254 635 259 254 119 165 165 1245

460 768  — 100 155 084 100 047 065 .065 .480 15| A27, F27
BK343 1168 1951  — 254 394 213 254 119 165 165 1219

505 800 — 100 250 .100 .100 .047 065 .065 525 3.0 | A27, F28
BK377 1283 2032 — 254 635 254 119 165 165 13.34

940 1260 — 100 390 080 .100 047 065 .065 .970 7.2| A19, F25
BL301 2388 32.00 — 254 991 203 254 119 165 165 24.64

940 1426 ~ — 100 250 163 .100 047 065 .065 .970 6.4| A27
BL372 2388 36.22 — 254 635 414 254 119 165 165 24.64

1680 2130 36 75 75 42 132 30 55 33 34 1000 .30 6900 755 | A22, D17
BN333 | 4267 5410 91.44 19050 1905 1067 3353 7.62 1397 838 864 2540 7.62 175.26

325 138 125 .71 113 125 225 .71 41 98 128 2950 .15 1100 .14 150 180 | A4,A18,D17
BR386 82,55 35.05 31.75 18.03 28.70 3.18 57.15 18.03 10.41 24.89 32.51 74.93 3.81 27.94 356 3.81

950 7.3 63 600 98 375 13 .75 .30 100 48 191 13 250 9 530 51 52
BT412 |24130 185.42 160.02 15240 24.89 9525 330 19.05 7.62 2540 1218 4851 33.02 6350 22.86 134.62 120.54 132.08 4000 | A8, D17

950 7.3 63 600 .98 375 .13 .78 .31 148 148 245 11 295 5 600 51 52
BT451 |241.30 185.42 160.02 15240 24.89 9525 330 19.81 7.87 37.59 37.50 6223 27.94 7493 127 15240 129.54 132.08 4000 | A8, D17

100 75 58 50 29 38 140 — 687 — 32 13 10 16 @ —  — 25| A4,C1,D6
BU413 | 2540 1905 1473 1270 737 o965 356 — 1745 — 813 330 254 406 —  —

tolerance .xx.1 .xx*.03 .xxx+.015inch 0z. = grams x.0353

*NOTES:

A.  MATERIAL AND FINISH

Al. Header material: C. R. S. Pin material: #52 alloy. Finish: electro tin, hot oil flowed.
Cover material: cupro-nickel.
A4, Case material: aluminum alloy. Finish: irridite per MIL-C-5541
A8. Case material: aluminum alloy. Finish: case irridite. Heat sink black anodize, if supplied
with heat sink.
Al18. Mounting bracket finish: irridite or clear anodize.
Al19. Case material: plastic, or copper-nickel alloy. Glass epoxy laminate base. Termination finish: tin-
lead plate or tin plate .
A22. Case material: aluminum alloy. finish: nickel plate. Heat sink: black anodize, if supplied with heat sink.
A24. Case material: ceramic, Lead finish: tin-lead plate or tin plate
A27. Header: Glass epoxy laminate.
Cover: Cupro-nickel, bright-burnish
Leads: Solder-plated iron-nickel alloy.
A31. Case material: copper alloy or nickel-silver alloy. Header: Glass epoxy laminate base. Termination
finish: tin-lead plate or tin plate.
A39. Open style, ceramic base, Termination Finish: tin-lead plate or tin plate.
C. MARKING:
C1. For port markings 1,2, and 3 see specification data sheet.

D. CONNECTORS

D6.
D16.

D17.

Connectors: female SMA only. Male SMA available on request, consult factory.

Connectors: please specify. Unless otherwise noted SMA is standard for ZHL-2-12; for all other models
BNC is standard. TNC, N, SMA available on request, consult factory.

Connectors: Female SMA only.

E.  SPECIAL TOLERANCES

El.

Pin diameter +.005 inch.

F. PACKAGING
F1-56. Tape and reel packaging available. See Tape & Reel packaging information for details.

CJAMini-Circuits’

To order Tape & Reel version add -TR suffix to model.

INTERNET http://www.minicircuits.com
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CASE StvLES

OUTLINE DIMENSIONS (inch

case

wit.

no. A B C D E F G H J K L M N P Q R S T grams. [INOTES*

6.00 450 138 .15 5700 .15 4200 .38 225 .75 .75 .156 960 | A8,D16
BV278 |i5240 11430 3505 381 14478 361 106.68 965 5715 19.05 1905 3.96

100 75 61 38 29 25 26 .35 .65 .688 .156 .13 107 .140 25 | A4,A18,D17
BW459 | 2540 1008 1549 965 737 635 660 889 1651 1748 396 330 27.18 356

138 100 .75 125 35 52 27 .78 68 125 150 1281 1.000 .19 .11 .35 40 | A4,D17
BY493 35.05 2540 19.05 3.18 889 1321 6.86 19.81 17.27 3.18 38.10 32.54 2540 4.83 2.79 889

052 067 .106 .122 .040 064 .087 .118 067 .083 033 .042 .014 020 .012 007 020 .012  .020 |A13,F31
CAS531 | 132 170 269 310 102 163 221 300 170 211 .84 107 036 051 030 018 051 0.30

270 310 — 090 .080 .055 .050 .018 .074 .030 .290 30 [A21, F32
CBs18 6.86 787 — 229 203 140 127 046 1.88 0.76 7.37

293 300 — .09 .085 .050 .050 .018 .067 .030 .315 30 [A21, F33
CBs39 744 762 — 229 216 127 127 046 170 0.76 8.00

200 200 .75 938 13 1750 125 .38 1.00 1.25 120.0 | A10, D11
CCs1 50.80 50.80 19.05 23.83 330 4445 317 965 2540 31.75

200 200 .75 938 13 1750 125 .38 1.00 1.25 200.0 | A4, D24
CC258 |s080 5080 1905 2383 330 4445 317 965 2540 3178

280 310 .220 .100 .082 .055 .100 .030 .030 .065 .300 15 | A23, F34
CDs41 711 7.87 558 254 208 140 254 076 076 165 7.62

280 310 220 .100 .112 055 .100 .030 .030 .065 .300 20 [ A23, F35
CDs542 | 711 787 558 554 284 140 254 0.76 0.6 165 7.62

280 310 220 .100 .162 055 .100 .030 0.30 .065 .300 25 | A23, F45
CD636 | 711 787 558 5254 411 140 254 0.76 076 165 7.62

280 310 220 .100 .206 .055 .100 .030 0.30 .065 .300 40 | A23, F46
CD637 | 711 787 558 554 523 140 254 076 076 165 7.62

375 500 230 .087 — 150 .100 510 .155 .093 385 .040 .080 .024 .060 0.6 | A24, F36
CG581 | 653 1270 584 221  — 381 554 1295 594 236 978 102 203 061 152

345 400 385 435 310 175 .100 015 .037 035 .075 .120 .060 .420 40 |A23, E2, F42
CJe0s 8.76 10.16 9.78 11.05 7.87 445 254 038 094 089 191 305 152 10.67

345 400 385 435 310 215 .100 015 .025 035 .075 .120 .060 .420 45 |A23, E2, F42
CJ72s 8.76 10.16 9.78 11.05 7.87 546 254 038 0.64 089 191 305 152 10.67

tolerance .xx.1 .xx*.03 .xxx+.015inch 0z. = grams x.0353

*NOTES:

A.  MATERIAL AND FINISH
Ad. Case material: aluminum alloy. Finish: irridite per MIL-C-5541
A8. Case material: aluminum alloy. Finish: case irridite. Heat sink black anodize,
if supplied with heat sink.

A10. Case material: aluminum alloy. Finish: grey paint or yellow irridite.

A13. Case material: plastic, Lead finish: tin-lead plate or tin plate.

A18. Mounting bracket finish: irridite or clear anodize.

A21. Open-style, ceramic base. Termination finish: tin-lead plate or tin plate over nickel
A23. Case materal: plastic. Lead finish: tin-lead plate or tin plate.

A24. Case material: ceramic. Lead finish: tin-lead plate or tin plate.

D. CONNECTORS

D11. Connectors: Please specify; Type N or SMA

D16. Connectors: please specify. Unless otherwise noted SMA is standard for ZHL-2-12; for all
other models BNC is standard. TNC, N, SMA available on request, consult factory.
Connectors: Female SMA only.
Connectors: female BNC standard. Type N or SMA consult factory.

D17.
D24.

E.  SPECIAL TOLERANCES
E2. Lead width +.010; lead thickness +.003

F.  PACKAGING

F1-46. Tape and reel packaging available. See Tape & Reel packaging information for details.
To order Tape & Reel version add -TR suffix to model.

CJAMini-Circuits’

INTERNET http://www.minicircuits.com
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661
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CASE StvLES

OUTLINE DIMENSIONS (inch

o A B C D E F G H J K LM N P Q R S T gams|NOTES

.500 .500 .180 .100 .080 .115 .060 .040 .540 .060 .100 .135 135 .115 .140 .070 .150 .070 1.0 | A35, F37
CK605 12,70 1270 457 254 203 292 152 1.02 1372 152 254 345 345 292 35 178 381 178

154 340 .068 .236 — .050 .016 .008 .010 .032 .059 .095 .028 .287 .14 | A13, F43
CL620 391 864 173 599 — 127 041 020 025 081 150 241 071 7.29

295 405 .095 .406 — .050 .016 .008 .004 .032 .091 .102 .028 .460 — .130 .340 0.67 | Al13, F44
CM624 7.49 1029 241 1031 — 127 041 020 010 081 231 259 071 1168 — 330 864

475 4375 411 1540 200 336 .144 424 112 .58 125 238 150 1.00 .50 .34 .19 .23 850 | A7, D17
CP641 120.65 111.13 104.39 39.12 50.80 85.34 3.66 107.70 28.45 14.73 3.18 60.45 38.10 2540 1270 8.64 4.83 584

161 400 1.20 45 1.33 .35 161 3.560 .880 .36 .22 44 156 1.06 .80 3.12 .06 .59 250.0 | A4, D28
CV665 40.89 101.6 30.48 11.43 33.78 8.89 4.09 9042 2235 9.14 559 11.18 39.62 26.92 20.32 79.25 152 14.99

1.77  2.42 .55 13 .12 2165 1.535 .126 .22 .28 .51 .61 .39 71 | A4, D17
CW686 4496 61.47 13.97 330 3.05 55.00 39.00 3.20 559 7.11 1295 1546 9.91
3.24 2.00 150 .62 .31 2.620 .75 .62 .250 .25 .50 .31 .50 1.00 13 65 | A4, A18, D6
CY353 82.30 50.80 38.10 15.75 7.87 66.55 19.05 15.75 6.35 6.35 12.70 7.87 12.70 25.40 3.30
375 375 131 188 .035 .033 .154 .040 446 .193 .060 446 .039 .154 .060 .368 .60 | A35, F60
CZ682 952 952 333 478 089 084 391 1.02 11.33 490 152 11.33 099 391 152 935
tolerance .x+.1 .xx+£.03 .xxx+.015inch 0z. = grams x.0353

* NOTES:

A.  MATERIAL AND FINISH

A4. Case material: aluminum alloy. finish: irridite per MIL-C-5541

A7. Case material: aluminum alloy. finish: case black paint; Heat sink: black anodize;
base plate iridite per MIL-C-5541.

A13. Case material: plastic. Lead Finish: tin-lead plate or tin plate.

A18. Mounting bracket finish: irridite or clear anodize.

A23. Case material: plastic. Lead Finish: tin-lead plate or tin plate.

A35. Case material: Copper-Nickel Alloy or Nickel-Silver Alloy. Base: Glass epoxy laminate.
Termination Finish: tin-lead plate or tin plated.

D. CONNECTORS
D6. Connectors: female SMA only. Male SMA available on request, consult factory.
D11. Connectors: Please specify; Type N or SMA.
D17. Connectors: Female SMA only.
D28. Connectors: Female SMA standard. For other connectors consult factory.

F.  PACKAGING
F1-60. Tape and reel packaging available. See Tape and Reel Packaging Information for details.
To order Tape & Reel version add -TR suffix to model.

I\/I - - C - 't ® INTERNET http://www.minicircuits.com
I n I = I rC u I S P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S T grams.| NOTES*

160 150 .160 .050 .040 .025 .028 .065 .190 .030 15| A13, F47
DB714 406 381 406 127 102 .064 71 165 4.83 076

— 61 — 190 812 49.7 | A38, D29
DC736 — 1549  — 4826 20.64

— 61 — 120 312 9.1| A38, D13
DC737 — 1549  — 3048 7.94

200 200 .75 .90 .156 1.688 .125 .392 1.00 .50 1.00 1.25 225.0 | A10, D11
DDs52 50.80 50.80 19.05 22.86 3.96 42.88 3.18 9.96 2540 12.70 2540 31.75

200 200 .75 .90 .156 1.688 .125 .392 — 50 1.00 1.25 225.0 | A10, D17
DD477 | sos0 5080 1905 2285 396 4288 318 996  — 1270 2540 31.75

850 400 50 .170 8160 .170 .150 8200 .190 425 50 250 450 650 1.50 .201 400.0 | A4, D6
DE749 | 21500 10160 1270 432 207.26 4318 3.81 20828 4.83 107.05 12.70 63.50 114.30 16510 3610 5.11

102 .090 .181 .173 .063 .167 .155 .059 .118 .015 .041 .016 .019 .065 2| A13, F55
DF7s2 259 229 460 439 160 424 394 150 3.00 038 104 041 048 1.65

197 197 035 .008 .130 .039 .030 .030 .020 .040 072 .310 .310 .084 .167 .084 .167 .100 06| A23, F59
DHs20 500 500 0.89 020 330 099 076 076 051 102 183 7.87 7.87 213 424 213 424 254

tolerance .xx.1 .xx*.03 .xxx+.015inch 0z. = grams x.0353

* NOTES:

A.  MATERIAL AND FINISH

A4. Case material: aluminum alloy. Finish: irridite per MIL-C-5541
A10. Case material: aluminum alloy. Finish: grey paint or yellow irraite
A13. Case material: plastic. Lead Finish: tin-lead plate or tin plate.
A23. Case material: plastic, Lead Finish: tin-lead plate or tin plate.
A38. Case material: aluminum alloy. Finish: Black anodize.

D. CONNECTORS

D6. Connectors: female SMA only. Male SMA available on request, consult factory.
D13. Connectors: Male SMA. Female SMA only.

D17. Connectors: Female SMA only.

D29. Connectors: Male N, female N only.

F.  PACKAGING

F1-59 Tape and reel packaging available. See Tape and Reel Packaging Information for
details.

CJAMini-Circuits’
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CASE StvLES

OUTLINE DIMENSIONS (inch

case

no. A B C D E F G H J K L M N P Q R S T grams. | NOTES*

812 90 — 128 .312 34.6 | A32
DJs24 20.62 22.86 — 3251 7.92

812 90 — 124 @ — 33.6 | A32
DJs2s 20.62 22.86 — 3150 —

— 70 — 128 312 27.4 | A32
DJs26 — 17.78 — 3251 7.92

— 70— 123 — 26.0 | A32
DJs27 — 17.78 — 3124 —

— 3 — 072 312 3.2 | A34
DJs3e — 914  — 1829 7.92

812 88 — 199 .312 446 | A9
DJse1 20.62 22.35 — 5055 7.92

812 88 — 179 — 432 | A9
DJse62 20.62 22.35 — 4547 —

— 73  — 175 312 29.2 | A9
DJse3 — 1854 — 4445 7.92

— 73— 154  — 26.6 | A9
DJse4 — 1854 — 39.12 —

812 88 — 225 @ — 63.8 | A9
DJses 20.62 22.35 — 5715 —

812 88 — 203 — 57.0 | A9
DJse6 20.62 22.35 — 5156 —

— 73— 200 — 482 | A9
DJse7 — 1854 — 50.80 —

— 73— 179 — 40.2 | A9
DJses — 1854  — 4547  —

312 61 — 189 — 25.8 | A9
DJseo 7.92 15.49 — 4801 —

— 61  — 169 — 24.0 | A9
DJs7o — 15.49 — 4293 —

312 55  — 168 @ — 18.8 | A9
DJs71 7.92 13.97 — 4267 —

— 55  — 147  — 16.2 | A9
DJs72 — 13.97 — 3734 —

584 800 .154 079 .203 .040 .040 .060 .624 .071 .040 .107 1.60 | A35, F64
DK801 | 1483 2032 301 201 516 102 102 152 1585 180 102 2.72

138 138 035 .008 .080 .047 .013 — 014 .026 .158 .158 .084 013 .030 .048 .020 .025 02 | A23, F58
DLsos 350 350 089 020 203 119 033 — 036 066 401 401 213 033 076 122 051 064

tolerance .x*+.1

* NOTES:

A.  MATERIAL AND FINISH

A9. Case material: brass. Finish: nickel plate.

XX+.03 .xxx*.015 inch

A23. Case material: plastic. Lead Finish: tin-lead plate or tin plate.

A32. Case material: Stainless steel, passivated.

A34. Case material: brass. Finish: Gold plate.

A35. Case material: Copper-nickel or nickel or nickel-silver alloy. Base: Glass
Epoxy Laminate. Termination Finish: tin-lead plate or tin plate.

F.  PACKAGING

F1-50. Tape and reel packaging available. See Tape and Reel Packaging

Information for details. To order Tape & Reel version add -TR suffix to

model.
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S T grams. | NOTES*

118 118 035 .008 .067 .067 .012 .046 016 .026 .148 .148 .067 .012 .031 .067 .061 .04l 02 | A23, F66
DQ849 300 300 089 020 170 170 030 117 041 066 376 376 170 030 079 170 155 1.04

394 227 040 008 .056 .072 .060 .030 .012 .428 .235 282 .120 — .027 .020 .015 26 | A23, F65
DR788 | 1001 577 102 020 142 183 152 076 030 1087 597 716 305 — 069 051 038

197 102 .53 .800 .240 .19 .150 2.18 1.800 .800 .400 .380 .06 .38 70 | A22, B1, D17
DS810 | s004 2501 1346 2032 610 483 381 5537 4572 2032 10.16 9.65 152 9.65

500 500 .195 .100 .080 .115 .060 .040 540 .060 .100 .135 .135 .115 .140 .070 .150 1.0 | A35, F37
DVa74 457 457 152 1016 889 127 038 013 013 178 254 267 064 1067 038 457 051

500 500 .115 100 .080 .115 .060 .040 540 060 .100 135 .135 .115 .140 .070 .150 1.0 | A35, F37
DVso7 457 457 292 1016 889 127 038 013 013 178 254 267 064 1067 038 457 051

30 250 .180 274 .050 050 .024 .05 .004 .085 .296 .030 0.5 | A24, F63
DZ883 762 635 457 696 127 127 061 127 010 216 752 0.76

30 250 .080 274 .050 .050 .024 .05 .004 .085 .296 .030 0.3 | A21, F63
DZsass5 762 635 203 696 127 127 061 127 010 216 752 0.76

30 250 .180 274 .050 050 .024 .057 .004 .085 .296 .030 0.5 | A41, F63
DZ943 762 635 457 696 127 127 061 145 010 216 7.52 0.76

30 250 .045 274 050 050 .024 .057 .004 .085 .296 .030 0.25 | A24, F63
DZ944 762 635 114 696 127 127 061 145 010 216 7.52 0.76

tolerance .x+.1 .xx*.03 .xxx*.015 inch

* NOTES:

A.  MATERIAL AND FINISH

A21. Open style, ceramic base. Termination Finish: tin-lead plate or tin plate.

A22. Case material: aluminum alloy. Finish nickel plate; heat sink: black anodize,
if supplied with heat sink

A23. Case material: plastic. Lead finish: tin-lead plate or tin plate.

A24. Case material: ceramic. Lead finish: tin-lead plate or tinplate.

A35. Case material: copper-nickel or nickel-silver alloy. Base: glass epoxy laminate.
Termination Finish: tin-lead plate or tin plate.

A41. Case material: ceramic or plastic, ceramic base. Termination Finish: tin-lead plate or tin
plate.

B.  MOUNTING

B1. Mounting bracket available on request. Add suffix B to part number.
D. CONNECTORS

D1. Connectors: Female SMA only.

F. PACKAGING
F1-66. Tape and reel packaging available. See Tape and Reel Packaging Information
for details.
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0z. = grams x.0353

- - - - ®
m I\/I I n I = C I rC u ItS P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661

Distribution Centers NORTH AMERICA 800-654-7949 < 417-335-5935  Fax 417-335-5945 « EUROPE 44-1252-832600  Fax 44-1252-837010

ISO 9001 CERTIFIED

030611



- Mini-Circuits’

OUTLINE DRAWINGS
*T A£.010 (=—
DQ LT

i D REF
C+.004 . i SEATING
* * PLANE

G+.003 TYP f
q =—E+.002
4 S TYP—=

1 U[UT]—PADDLE M
2 2 M
=) =5
F£.002 5T de J+.004 TYP SUGGESTED LAYOUT FOR PCB PATTERN
Dol { PATTERN TO BE WITHIN +.002

r P
INDEX
K£.003 TYP * TOLERANCES +.005 UNLESS OTHERWISE SPECIFIED

H TYP

—

STANDARD OPTION "8"
INDEX—"] H
G TYP—=y H
J—
—H TYP t ]ﬁ
C MAX D TYP t i *oc”
:74:-4 K SQ M sQ. & {
}7 K Rl e
H£.002 TYP s 6 pLos— ey i
M n
EXPOSED PAD G+.002 TYP
4 T 17 * 3X G
J+.002 [ ——t INDEX;
A%.010 TYP } [ B+.004 SUGGESTED LAYOUT FOR PCB LAND PATTERN 4X #2-56 UNC—28 X.170 DP
sQ E IET sQ LAND PATTERN TO BE WITHIN £.002 INDEX TAPPED HOLES 4X_#2-56 UNC-28 X.170 DP
i TAPPED HOLES
i < *
1g
\/ TOLERANCES £.005 UNLESS OTHERWISE SPECIFIED
—=| la—E2.004 TYP S0 so
4
F£.006 TYP

DV

s e

A le

)
1 i/
K 2TV 7

}

Ly
e

W

J T&ﬁ&

787/8717)

DZ —— A ——j=—J%.002
= F e

H+.010 TYP DA77
7
098 7l KTYP

030228

— =ttt " I
? : j M TYPJ L L
B i D+.008 AN
L | i L
iDBE
12345 J SUGGESTED LAYOUT FOR PCB_LAND PATTERN
INDEX C MAX |
TOLERANCES
2 PL DECIMALS .01
[ -— 3 PL DECIMALS £.005
| i UNLESS OTHERWISE SPECIFIED
G TYP—J L
—— . The Design Engineers Search Engine In Stock... Immediate Delivery
™
gi Provides Actual Data Instantly For Custom Versions Of Standard Models i Avgf{'ﬁeel
] At: http://www.minicircuits.com Consult Our Applications Dept. T 53




54

CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S T grams. | NOTES*

— 54 — 259  — 40.0 | A32, D12
FFs5 — 1372 — 6579  —

— 43— 170 312 18.0 | A9, D13
FFs56 — 1092 — 4318 7.92

— 67 — 290 82 90.0 | A32, D14
FFs7 — 1702 — 73.66 20.83

— 67 — 198 312 420 | A32, D13
FFo9 — 1702 — 5029 7.92

— 365 — 8 312 43| A32, D13
FFes58 — 927 — 2159 7.92

— 365 — 99 312 5.1 | A32, D13
FFe59 — 927 — 2515 7.92

— 62 — 176 82 65.0 | A9, D14
FFe670 — 1575 _— 4470 20.83

— 461 — 142 312 10.0 | A36, D13
FF704 — 1171 — 36.07 792

— 620 — 194 — 30.0 | A9, D12
FF747 — 1575  — 4928  —

— 700 — 211 813 65.0 | A9, D14
FF779 — 17.78  — 53.59 20.65

— 62 — 176 813 64.9 | A32, D14
FFs09 — 1575  — 4470 20.65

— 62 — 190 31 22.0 | A36, D13
FFss6 — 1575  — 4826  7.87

— 62 — 224 31 26.0 | A36, D13
FFss7 — 1575  — 56.90 7.87

— 46 — 118 31 7.0 | A36, D13
FFsss — 1168  — 29.97 7.87

118 118 035 .008 .055 024 .018 .018 020 .024 061 .186 .186 .032 .064 032 .064 .051 02 | A23, F70
FGs73 3.00 300 089 020 140 0.61 046 046 051 061 155 472 472 081 163 081 1.63 130

200 375 .80 300 .19 3.374 1624 156 44 26 100 51 22 26 — .19 .10 135.0 | A4, D17
FJga3 50.80 9525 20.32 7620 4.83 8570 4125 3.96 11.18 6.60 2540 1295 559 660 — 4.83 254

74 50 54 80 .04 16 .29 37 122 122 496 .106 20.0 | A34, A36, D17
FLo05 18.80 1270 13.72 2031 102 4.06 7.37 9.40 310 310 12.60 269

A.

tolerance .x*.1 .xx*.03 .xxx*.015 inch

* NOTES:

A4.
A9.
A23.
A32.
A34.
A36.

D12.

D13.
D14.

D17.

MATERIAL AND FINISH

Case material: aluminum alloy. Finish: irridite per MIL-C-5541

Case material: brass. Finish: nickel plate.

Case material: plastic. Lead Finish: tin-lead plate or tin plate.

Case material: Stainless steel, passivated.

Case material: Brass, Finish: Gold plate.

Case material: Brass, or stainless steel. Finish: nickel plate (on brass) or
passivation (stainless steel).

CONNECTORS

Connectors: Male BNC, Female BNC standard. Other combinations with
SMA, TNC available on request, consult factory.

Connectors: Male SMA. Female SMA only.

Connectors: Male N, Female N standard. Combinations with BNC, SMA, TNC
available on request, consult factory.

Connectors. Female SMA only.

PACKAGING
F1-58. Tape and reel packaging available. See Tape and Reel Packaging

CJAMini-Circuits’
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S Tgams|NOTES*
231 1.20 .60 .125 2.062 .30 .53 .63 75.0 | A10, D10
G G6O 58.67 30.48 1524 3.18 5237 7.62 13.46 16.00
931 160 357 884 .25 .88 .36 .160 .34 .69 .54 .66 8.34 .33 .06 1090.0 | A10, A18,
HH68 236.47 40.64 90.68 224.54 6.35 2235 9.14 406 864 1753 13.72 16.76 211.84 8.38 1.52 D10
150 1.13 97 .50 155 2.345 14 850 250 .10 44 .75 .63 .54 .37 .43 150 73 50.0 | A6, Al11,
\]\]77 38.10 28.70 2464 12.70 394 59.56 3.56 2159 6350 254 11.18 19.05 16.00 13.72 9.40 10.92 3.81 18.54 Al18, D17
.30 27 23 .010 .042 .020 .100 .05 .05 .020 .036 .26 575 .600 .125 .050 .100 .50 | A13, E2, F1
KK81 7.62 6.86 5.84 .25 1.07 51 254 127 1.27 .51 91 6.60 1461 1524 318 1.27 254
1.43 .58 .75 21.5| A9, D18
LLss 36.32 1473 19.05
1.19 .58 .51 14.0 | A9, D19
LLse 30.23 1473 12.95
1.43 .82 .68 48.5 | A9, D20
LLa7 36.32 20.83 17.27
.58 .37 .35 4.0 | A34, A37, D19
LLs61 1473 940 8.89
.55 .36 .33 4.0 | A34, D27
LLe04 1397 914 8.38
1.10 .69 .68 30.0 | A37, D20
LL718 27.94 1753 17.27
366 325 213 25 316 .38 250 .156 72 .64 74 178 230 125 50 2.66 440.0 | A7, A8,
N N92 9296 8255 5410 6.35 80.26 9.65 6350 396 1829 16.26 18.80 4521 5842 3.18 12.70 67.56 Al8, D6
360 .250 25 .016 .020 .04 200 1.5 | A26, C3
PP94 9.14 635 6.35 41 51 1.02 508
.50 .21 150 .016 .020 .04 300 15| A12, C3
PP120 1270 533 381 41 51 102 7.62
360 250 350 .016 .020 .040 .200 29| Al12,C3
PP163 914 635 889 41 51 102 508
50 250 .240 .016 .020 .04  .300 1.8 | A12, C3
PP230 1270 635 610 41 51 1.02 7.62
500 .250 25 .016 .020 .04 300 .150 .150 .075 3.5 | Al2, C3
QQ95 1270 6.35 6.35 A1 51 102 762 381 381 191
.600 .250 25 .016 .020 .04 400 .200 .200 .100 4.0 | A12,C3
QQ96 1524 635 6.35 A1 51 1.02 1016 508 508 254
406 160 2125 3.56 .25 .88 .36 .160 4 .69 .58 .66 3.13 .8 .06 .33 350.0 [ A10, A18,
RR93 103.12 40.64 53.98 9042 635 2235 914 406 10.16 1753 1473 16.76 79.50 20.32 152 8.38 D9
tolerance .x+£.1 .xx£.03 .xxx+.015inch 0z. = grams x.0353
* NOTES:
A.  MATERIAL AND FINISH D. CONNECTORS
A6. Case material: aluminum alloy. Finish: blue paint over iridite. D6. Connectors: Female SMA only. Male SMA available on request, consult factory.
A7. Case material: aluminum alloy. Finish: case black paint. Heat sink: D9. Connectors: BNC standard. TNC or Female SMA on request, consult factory.
black anodize. Baseplate iridite per MIL-C-5541. D10. Connectors: BNC standard. SMA on request, consult factory.
A8. Case material: aluminum alloy. Finish: case iridite. Heat sink: black D11. Connectors: Please specify; Type N or SMA.
anodize, if supplied with heat sink. D12. Connectors: Male BNC, Female BNC standard. Other combinations with SMA,
A9. Case material: brass. Finish: nickel plate. TNC available on request, consult factory.
A10. Case material: aluminum alloy. Finish: grey paint or yellow iridite. D13. Connectors: Male SMA. Female SMA only.
All. Case material: aluminum alloy. Finish: blue anodized. D14. Connectors: Male N, Female N standard. Combinations with BNC, SMA, TNC
A12. Header and lead finish: gold plate per MIL-G-45204. Case available on request, consult factory.
material: Nickel D17. Connectors. Female SMA only.
A13. Case material: plastic. Lead Finish: tin-lead plate or tin plate. D18. Connectors: Male BNC only.
A18. Mounting bracket finish: irridite or clear anodize. D19. Connectors: Male SMA only.
A26. Header material: C.R.S., pin material: #52 alloy; finish: electro tin, D20. Connectors: Male Type N only.
hot-oil flowed. Cover material: nickel. D24. Connectors: female BNC standard. Type N or SMA consult factory.
A32. Case material: Stainless steel, passivated. D27. Connectors: female SMB only.
A34. Case material: Brass, Finish: Gold plate.
o T E.  SPECIAL TOLERANCES
A37. Case material: Brass, Finish: Tri-metal (Cu/Sn/Zn) plate. E2. Lead width +.010: lead thickness +.003 inch.
C. MARKNG o F.  PACKAGING
C3. For Pin designations see specification data sheet. F1-29. Tape and reel packaging available. See Tape and Reel Packaging
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CASE StvLES

OUTLINE DIMENSIONS (inch

case

wt.

no. A B C D E F G H J K L M N P Q R S Tgams|NOTES*

.250 .300 .070 .290 .050 .015 .050 .060 .030 .080 .300 .100 .020 .015 .070 .014 3| A21, F49
SM 1 635 7.62 178 7.37 127 .38 1.27 152 76 2.03 7.62 254 .51 .38 1.78 .36

.250 .300 .070 .320 .050 .015 .050 .075 .030 .095 .330 .100 .020 .015 .070 .014 3| A21, F49
SM 1L 635 762 178 812 127 38 127 191 76 241 838 254 .51 .38 1.78 .36

.250 .300 .070 .290 .050 .015 .050 .060 .030 .080 .300 .100 .020 .015 .070 .014 3| A21, F49
SM2 635 762 178 737 127 .38 127 152 76 203 762 254 .51 .38 1.78 .36

.375 510 .140 425 .100 .015 .100 .060 .040 .100 .460 .140 .180 — — .020 4| A21, F48
SM 18 953 1295 3.56 10.80 254 .38 254 152 102 254 1168 356 4.57 — — .51

.500 460 .075 575 .050 .015 .025 .070 .030 .095 .600 .120 .160 — — .012 .5| A21, F53
SMZOA 12,70 1168 191 1461 1.27 .38 .64 1.78 .76 241 1524 3.05 4.06 — — .30

tolerance .x*.1 .xx*.03 .xxx*.015 inch

* NOTES:

A.  MATERIAL AND FINISH

A21. Open-style, ceramic base. Termination finish: tin-lead plate or tin plate over nickel.

F.  PACKAGING

F1-53. Tape and reel packaging available. See Tape and Reel Packaging Information for
details. To order Tape & Reel version add -TR suffix to model.

CJAMini-Circuits’

INTERNET http://www.minicircuits.com
P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661
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CASE StvLES

OUTLINE DIMENSIONS (inch

case

wt.

no. A B C D E F G H J K L M N P Q R S T grams. | NOTES*

200 200 070 275 050 .015 .050 085 .006 .019 .300 .064 022 032 — 014 030 .094  0.1|A24, F54
SMa31 508 508 178 699 127 38 127 216 015 048 762 163 056 081  — 036 076 239

250 300 050 310 .050 015 .050 .066 0.2| A24, F52
SM33 6.35 762 127 7.87 127 .38 127 168

380 400 .067 420 .050 .015 .050 .060 .006 .020 .430 .234 018 .015 .200 .014 .030 .080  0.3| A24,F51
SM34 965 1016 170 1067 127 38 127 152 015 051 1092 594 046 038 508 036 076 2.03

A

tolerance .x*.1 .xx*.03 .xxx*.015 inch

* NOTES:
MATERIAL AND FINISH
A24. Case material ceramic. Lead finish: tin-lead plate or tin plate.

PACKAGING
F1-54. Tape and reel packaging available. See Tape and Reel Packaging
Information for details.

INTERNET http://www.minicircuits.com
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S T grams. | NOTES*

125 156 .75 63 .39 150 1.000 — 125 .46 218 1688 .07 .750 .50 .80 .45 .29 850 | A8, AlS,
SSos 31.75 39.62 19.05 16.00 9.91 38.10 2540  — 3.18 11.68 55.37 42.88 178 19.05 12.70 20.32 11.43 7.37 B1, D6

250 .31 .20 .100 .050 .055 .040 .070 270 .050 50 | A14, F2
TT100 635 7.87 508 254 127 140 102 178 6.86 1.27

250 .31 .20 .100 .050 055 .040 .070 270 .050 50 | A20, F3
TT240 635 7.87 508 254 127 140 102 178 686 1.27

250 .31 275 100 .050 .055 .040 .070 270 .050 50 | A20, F50
TT241 635 7.87 699 254 127 140 102 178 6.86 1.27

350 200 .50 .150 3.350 1.00 .125 175 .20 .55 120.0 | A10, C2,
UU102 | ss90 5080 1270 381 8509 2540 3.18 4445 508 13.97 D17

850 3.95 .75 .250 8250 — .187 4250 .38 500 .475 3.475 710 | A4, D17
UU179 21590 10033 1905 63520955 — 4.75107.95 9.65 12.70 12.07 88.27

225 230 .63 125 2125 — 125 113 .31 500 .125 2.175 94 | A4, D17
UU181 | 5715 5842 1600 318 5398 — 318 28.70 7.87 1270 35.18 55.24

275 280 .63 125 2625 — 125 138 .31 500 .125 2.675 140 | A4, D17
UU182 | 6985 7112 1600 3.18 6668 — 318 3505 7.87 1270 35.18 67.95

6.00 1.62 .88 .250 5750 .810 .44 300 .44 100 — = — 340 | A4, D23
UU187 15240 4115 2235 63514605 2057 366 7620 1118 2540 —  —

350 213 .88 .150 3350 1.06 .25 175 .44 89 —  — 260 | A4, D23
UU188 | sso0 5410 2235 381 8509 2692 3.18 4445 1118 22.61 —  —

400 125 38 125 3.875 500 #2-56 200 .19 500 — 1.125 77 | A4, D17
UU215 |10160 3175 965 318 9843 1270 — 50.80 483 1270  — 2858

150 1.00 .38 .125 1.375 500 #2-56 .75 .19 .50 28.0 | A8, BS,
UU233 | 3510 2540 965 318 3493 12.70 — 19.05 4.83 12.70 C2, D17

225 125 50 .150 2.100 .62 .125 112 .19 .50 70 | A4, C2, D17
UU244 | 5715 3175 1270 381 5334 1575 318 2845 483 12.70

978 313 .88 .200 9580 — 144 489 44 89 200 2930 — = — 840 | A4, D25
UU449 |24841 7950 2235 50824333 — 36612421 1118 2281 508 7442 —  —

11.0 400 .88 25 1075 — 187 550 444 66 .25 375 @ —  — 1130 | A4, D17
UUS573 |279.40 101.60 22135 63527305 — 47513970 1118 1678 6.35 9525 —  —

350 300 .63 .130 3380 150 .125 175 .32 500 180.0 | A4, D17
UU586 | sso0 7620 1600 330 8585 3810 3.17 4445 813 12.70

6.60 328 .75 .150 645 164 144 330 .38 500 @— @ — 370 | A4, D17
UUSB89 |167.64 8331 1005 38116383 4166 366 8382 953 1270 —  —

850 400 .50 .170 8330 — 201 425 .19 500 — 3.830 .150 8.350 450 | A4, D17
UU640 |21590 101.60 1270 432 21158  — 511107.95 483 1270  — 9728 381 212.09

350 450 .65 .25 3375 — 125 — .33 50 .400 4.100 — = — 288 | A4, D17
UUB846 | sso0 11430 1651 318 8573 — 318 — 838 1270 10.16 10414 —  —

A.

tolerance .x*.1 .xx*.03 .xxx*.015 inch

* NOTES:

MATERIAL AND FINISH

A4. Case material: aluminum alloy. Finish: iridite per MIL-C-5541.

A8. Case material: aluminum alloy. Finish: case iridite Heat sink, black
anodize, if supplied with heat sink.

A10. Case material: aluminum alloy. Finish: grey paint or yellow iridite.

Al4. Case material: ceramic or plastic, ceramic base. Terminations:
palladium platinum silver.

Al5. Case material: kovar. Lead material: kovar. Finish: gold plate per MIL-G-
45204 .

A18. Mounting bracket finish: iridite or clear anodize.

A20. Case material: ceramic. Terminations: tin-lead plate over nickel.
Board edges straight.

MOUNTING

B1. Mounting bracket available on request. Add suffix B to part number.

B7. Pin’s meniscus (of header) 0.015" max.

B8. #2-56 UNC-2B mounting holes provided to .32" deep minimum.

0z. = grams x.0353

MARKING

C2. Consecutive marking n = no. of way power splitter.

C4. RFinputlead (1) identified by one or both of the following at factory option:
(a) diagonally cut lead, which may be 45°(ref) in either direction;
(b) orientation mark on the case. Model dash number identified by color
dot or alphanumeric code on case. See specification data sheet.

C5. RF output is identified by index mark, model dash number by alphanumeric
code.

CONNECTORS

D6. Connectors: Female SMA only. Male SMA available on request, consult
factory.

D17. Connectors: Female SMA only.

D23. Connectors: Please specify female type N or SMA.

PACKAGING
F1-50. Tape and reel packaging available. See Tape and Reel Packaging

Information for details. To order Tape & Reel version add -TR suffix to model.

INTERNET http://www.minicircuits.com
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
o A B C D E F G H J K L M N P Q R S Tgam|NOTES
.085 .060 .008 .020 .250 .012 .025 .015 | A13, C4, E2
VV105 216 152 20 51 635 .30 .64
.020 10 .020 .092 .085 .060 .008 .026 .235 .118 .235 .118 .072 .040 .015 [ A13, C4, E2,
WW107 51 254 51 234 216 1.52 .20 .66 597 3.00 597 3.00 183 1.02 F4
180 .180 .060 .400 .350 .050 .015 .005 .005 .070 — 105 .025 420 .015 .180 .020 .15 | A15, E2, F19
XX112 457 457 152 1016 889 127 038 0.13 0.13 1.78 — 2,67 0.64 10.67 038 457 0.51
163 .202 .077 .250 .220 .050 .017 .009 .025 .030 — .050 .030 .270 — — — .10 | A13, E2, F16
XX211 414 513 196 635 559 127 043 023 064 0.76 — 127 0.76 6.86 — — —
163 .202 .066 .250 .220 .050 .017 .009 .005 .025 — .050 .030 .270 .030 .110 .020 .08 | A13, E2, F16
XX746 414 513 168 635 559 127 043 023 0.13 0.64 — 127 076 6.86 076 279 0.51
.75 .38 .20 .010 .050 .020 .200 .075 .600 .450 — .47 100  .150 1.6 | A13, E2, E5
YYlOl 19.05 9.65 5.08 .25 1.27 .51 508 191 1524 11.43 — 1194 254 381 F5
.75 .38 .20 .010 .050 .020 .200 .075 .600 72 — .74 100 .150 1.6 | A13, E2, E5
YY109 19.05 9.65 5.08 .25 1.27 .51 5.08 191 1524 18.29 — 18.80 254 381
.75 .38 .28 .010 .050 .020 .200 .075 .600 .450 — .47 100  .150 1.6 | A13, E2, F6
YY161 19.05 9.65 7.11 .25 1.27 .51 508 191 1524 11.43 — 1194 254 381
125 1.25 .75 .63 .38 .61 — .800 .800 .76 125 1.688 2.18 .75 .07 85.0 | A10, A18,
ZZlZJ. 31.75 31.75 19.05 16.00 9.65 15.49 — 20.32 20.32 19.30 3.18 42.88 55.37 19.05 1.78 B1, D6
tolerance .x+.1 .xx+£.03 .xxx+.015inch 0z. = grams x.0353
* NOTES:

A. MATERIAL AND FINISH

A4. Case material: aluminum alloy. Finish: iridite per MIL-C-5541.

A8. Case material: aluminum alloy. Finish: case iridite Heat sink, black anodize, if supplied
with heat sink.

A10. Case material: aluminum alloy. Finish: grey paint or yellow iridite.

Al13. Case material: plastic. Lead Finish: tin-lead plate or tin plate.

Al4. Case material: ceramic or plastic, ceramic base. Terminations: palladium platinum
silver.

Al5. Case material: kovar. Lead material: kovar. Finish: gold plate per MIL-G-45204 .

A18. Mounting bracket finish: iridite or clear anodize.

A20. Case material: ceramic. Terminations: tin-lead plate or tin plate over nickel.
Board edges straight.

B.  MOUNTING
B1. Mounting bracket available on request. Add suffix B to part number.
B7. Pin’s meniscus (of header) 0.015" max.
B8. #2-56 UNC-2B mounting holes provided to .32" deep minimum.
C. MARKING
C2. Consecutive marking n = no. of way power splitter.
C4. RFinputlead (1) identified by one or both of the following at factory option: (a)
diagonally cut lead, which may be 45°(ref) in either direction;
(b) orientation mark on the case. Model dash number identified by color dot or
alphanumeric code on case. See specification data sheet.
C5. RF output is identified by index mark, model dash number by alphanumeric code.
D. CONNECTORS
D6. Connectors: Female SMA only. Male SMA available on request, consult factory.
D17. Connectors: Female SMA only.
D23. Connectors: Please specify female type N or SMA.
E. SPECIAL TOLERANCES
El. Pin diameter £.005 inch.
E2. Lead width +.010; lead thickness +.003 inch.
E5. For SCM mixers, long lead version (YY109) is available upon request; consult factory. To
order short lead version (case YY101) add -NL suffix.

F.  PACKAGING
F1-50. Tape and reel packaging available. See Tape and Reel Packaging Information for
details. To order Tape & Reel version add -TR suffix to model.

M - - C - 't ® INTERNET http://www.minicircuits.com
I n I = I rC u I S P.O. Box 350166, Brooklyn, New York 11235-0003 (718) 934-4500 Fax (718) 332-4661
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S T grams. INOTES*

150 50 .935 040 1100 .19 400 15 .600 300 .20 .14 19 |AL E1, 87
AAA118 | 3810 1270 2375 1.02 27.94 483 1016 381 1524 762 508 356

145 100 .04 006 030 .488 015 |A13, C5, E2
BBB123 | 360 254 102 s .76 12.40

225 138 124 50 150 3.100 138 1238 325 12 80 69 160 .60 1200 52 82 150 80.0 |A6, AlL
CCC127| 5715 3505 3150 1270 381 7874 351 3145 8255 3.05 2032 17.53 40.64 1524 3048 1321 20.83 381 A8, D17

700 325 313 .25 6500 .38 2500 .156 .88 .43 62 100 263 .125 50 6.00 223 835 1884.0 |A7, AlS,
DDD131 [177580 8255 7950 6.35 16510 9.65 63.50 3.96 22.35 10.02 15.75 2540 66.68 3.18 12.70 152.40 56.64 212.09 D6

700 325 313 .25 6500 .38 2500 .156 .88 73 .62 113 223 125 50 6.00 223 835 1884.0 |A7, Al8,
DDD338 |177:80 8255 7950 6.35 16510 9.65 6350 3.96 22.35 1854 1575 28.70 56.64 3.18 12.70 152.40 56.64 212.09 D6

90 90 675 245 45 134 .09 1152 .09 712 .22 .106 .05 50.0 |Ad, A8,
EEE132 | 2286 2086 17.15 622 1143 3404 229 2026 229 1808 550 269 127 D6

8 8 18 .10 .00 .600 .95 .017 .15 50 |A15, EL
FFF122 | 2108 2108 457 254 254 1524 2413 43 381

225 138 124 50 .150 3.100 .138 1238 325 .12 .80 .69 — .60 1200 .52 .82 .150  80.0 |A6, AlL
GGG126| 5715 3505 3150 1270 381 78.74 351 3145 8255 3.05 2032 17.53  — 1524 3048 1321 20.83 3.81 A8, D17

200 200 .95 1062 0125 175 .125 0575 1.00 1.35 2000 |Al0, C1,
HHH141 | s0s0 so80 2413 2698 3.18 4445 318 14.60 2540 34.29 D6

125 125 75 63 38 32 — 80 .80 70.0 |A10, D17
JJJ142 | 3175 3175 1005 1600 9.65 813 — 2032 20.32

75 100 58 .38 29 .35 22.0 |Ad, B9,
JJJ245 | 1005 2540 1473 965 7.37 889 D6

045 055 105 .120 047 005 .083 104 070 .080 018 024 030 036 .015 .021 023 004 0L |Al3F8
MMM168| 114 140 267 305 119 013 211 264 178 203 046 061 076 091 038 053 058 0.10

A.

tolerance .x+.1 .xx*.03 .xxx*.015 inch

* NOTES:

MATERIAL AND FINISH

Al. Header material C.R.S. Pin material: #52 alloy. Finish: clectro tin, hot oil flowed.
Cover material: cupro-nickel.

A4. Case material: aluminum alloy. Finish: irridite per MIL-C-5541.

A6. Case material: aluminum alloy. Finish: blue paint over irridite.

A7. Case material: aluminum alloy. Finish: case black paint. Heat sink: black anodize.
Baseplate irridite per MIL-C-5541.

A10. Case material: aluminum alloy. Finish: grey paint or yellow iridite.

All. Case material: aluminum alloy. Finish: blue anodized.

A13. Case material: plastic. Lead finish: tin-lead plate or tin-plate.

A15. Case material: kovar. Lead material: kovar. Finish: gold plate per MIL-G-45204.
A18. Mounting bracket finish: irridite or clear anodize.

MOUNTING
B7. Pin’s meniscus (of header) 0.015" max.
B9. No mounting holes.

MARKING

C1. For port markings 1, 2, and 3 see specification data sheet.

C5. RF output is identified by index mark, model dash number by alphanumeric
code.

CONNECTORS
D6. Connectors: Female SMA only. Male SMA available on request, consult factory.
D17. Connectors: Female SMA only.

SPECIAL TOLERANCES
El. Pin diameter +.005 inch.
E2. Lead width +.010; lead thickness +.003 inch

PACKAGING

F1-29. Tape and reel packaging available. See Tape and Reel Packaging
Information for details.

To order Tape & Reel version add -TR suffix to model.

0z. = grams x.0353
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CASE StvLES

OUTLINE DIMENSIONS (inch

case wit.
no. A B C D E F G H J K L M N P Q R S Tgams|NOTES*

50 .48 285 .240 .23 .21 .06 .00 .09 .16 020 .09 .005 1.9 | AL EL, F9,
NNN150| 1270 1219 648 610 584 533 152 254 229 406 51 229 .13 B7

75 38 .20 010 .05 .020 .200 .075 .200 .14 .060 1.6 | A13, E2
PPP83 | 1905 965 508 25 127 51 508 191 508 356 152

400 31 20 .10 .010 .100 .050 .420 .120 .060 .100 .020 55 | A24, E2, F10
QQQ130| 1016 787 508 254 25 254 127 1067 305 152 254 51

390 31 225 —  — .00 .045 .420 .120 .060 .100  — 50 | A24, E6, F30
QQQ569| 990 787 572 — — 254 114 1067 305 152 254  —

400 310 050 .10 .010 .100 .050 .420 .120 .060 .100 .020 20 | A24, E2, F57
QQQs828| 1016 787 127 254 25 254 127 1067 305 152 254 51

28 .14 030 020 .45 110 .006 .010 .030 015 | A13, C5,
RRR137| 711 35 76 51 368 279 15 25 .76 E2, F11

125 125 .75 .63 .38 1000 .125 1000 — — .125 1688 218 .75 .07 75 | AL0, Al8,
SSS173 | 3175 3175 1905 1600 965 2540 318 2540 —  — 318 4283 5538 1905 178 D17

375 500 .15 .020 .075 .250 .425 .187 .050 .050 .070 .270 540 .060 .095 .445 .208 .415 8| AL9, F12
TTT166 | 953 1270 381 51 191 635 1080 475 127 127 178 686 1372 152 241 11.30 528 1054

375 500 .23 .020 .075 .250 .425 .187 .050 .050 .070 .270 540 .060 .095 .445 .208 .415 8| AL9, F13
TTT167 | 953 1270 584 051 191 635 1080 475 127 127 178 686 1372 152 241 11.30 528 1054

180 175 .66 .125 1675 .125 .125 1625 .31 .63 113 .88 34 | A4, D17
VVV180| 4572 4245 1676 318 4255 318 318 4128 7.87 1600 28.70 22.35

450 250 .67 .400 4100 .125 .125 2375 .33 .75 175 125 247 | A4, D17
VVV845|11430 6350 1702 10.16 10414 318 318 6033 838 19.05 4445 3175

tolerance .x+.1 .xx+£.03 .xxx+.015inch 0z. = grams x.0353

*NOTES:

A. MATERIAL AND FINISH
Al. Header material C.R.S Pin materal: #52 alloy. Finish: clectro tin, hot oil flowed. Cover
material: cupro-nickel.

A4. Case material: aluminum alloy. Finish: irridite per MIL-C-5541.

Al10. Case material: aluminum alloy. Finish: grey paint or yellow iridite.

Al13. Case material: plastic. Lead finish: tin-lead plate or tin-plate

Al18. Mounting bracket finish: irridite or clear anodize.
Al19. Case material plastic or copper-nickel alloy. Glass epoxy laminate base. Termication
finish: tin-lead plate or tin plate.

A24. Case material ceramic. Lead fnish: tin-lead plate or tin plate.
A39. Open style, Ceramic base. Termination Finish: palladium silver

B. MOUNTING

B7.  Pin's meniscus (of header) 0.015" max.

C. MARKING

C5. RF output is identified by index mark, model dash number by alphanumeric code.

D. CONNECTORS
D17. Connectors; Female SMA only.

E.  SPECIAL TOLERANCES

El.  Pin diameter +.005 inch.

E2. Lead width +.010; lead thickness +.003 inch.

F. PACKAGING
F1-30. Tape and reel packaging available. See Tape & Reel packaging information for details.
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